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WHERE PRECISION 
MEETS PERFECTION

Kemmer Präzision GmbH has been a leader in manufacture of 
high-precision carbide tools for more than 65 years. The name 
Kemmer Präzision stands for high quality, customer-oriented action, 
best price / performance ratio and production according to customer 
requirements.

Not only do we manufacture the rotary tools in Schwäbisch Gmünd, 
Germany since 1954, but also in our facility in Jamshedpur, India 
since its modest start of manufacturing 10 thousand cutting tools in 
1983. It now has capability to manufacture over 20 million tools per 
year and is under further expansion of capacity specially for 
manufacturing of industrial rotary cutting tools. 

We manufacture tools for wide range of applications in Automobile, 
Aerospace, PCB, Medical, Dental, Wood, 3C and many other precision 
engineering industries ranging in sizes from 0.03mm to 20mm in 
diameter with various shank configurations, special 
high-performance geometry and wide range of coatings to serve 
customers across industries including the OEM market globally.

Our mission is to achieve a substantial share in the International 
Market with excellent quality at optimum cost, we are striving 
towards Zero defects through continuous improvement and system 
approach. We are continually seeking innovations and markets to 
build upon its successes and to provide our associates with ever new 
challenges.

We clearly recognize that we gain ground only when the pace of 
change inside the company is greater than the pace of change 
outside the company. Thus, we look towards serving our customers 
with innovative high performance tools to not only meet their needs 
but exceed it. 



Solid Carbide Drill - Index Page

Solid Carbide Micro Drill 
with 3.00mm Shank

Solid Carbide Micro Drill 
for Hardened Material 
with 3.00mm Shank

Solid Carbide Drill 
for High Performance, 4XD

Solid Carbide Drill 
for High Performance, 6XD

Solid Carbide Coolant Hole Drill 
for High Performance, 4XD

Solid Carbide Coolant Hole Drill 
for High Performance, 6XD

Solid Carbide Coolant Hole Drill 
for High Performance, 8XD
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Solid Carbide Drill for 
General Purpose, 3XD

Solid Carbide Drill for 
General Purpose, 5XD

Solid Carbide Coolant Hole Drill 
for General Purpose, 3XD

Solid Carbide Coolant Hole Drill 
for General Purpose, 5XD

Solid Carbide Coolant Hole Drill 
for General Purpose, 7XD

Solid Carbide 
Jobber Drill - DIN 6539

Solid Carbide 
Jobber Drill - DIN 338

Solid Carbide 
NC Spotting Drill - 60°

Solid Carbide 
NC Spotting Drill - 90°

Description

D11

D50

D26

D27

D96

D97

D98

Article No.

D22

D25

D92

D93

D95

100

150

D60

D63

Article No.

Up to 
50HRC

50 HRC to 
68HRC

Up to 
50HRC

Up to 
50HRC

Up to 
68HRC

Up to 
68HRC

Up to 
68HRC

Hardness

Up to 
50HRC

Up to 
50HRC

Up to 
50HRC

Up to 
50HRC

Up to 
50HRC

Up to 
50HRC

Up to 
50HRC

30-68
HRC

30-68
HRC

Hardness

0.030-3.00

0.030-3.00

1.00-20.00

1.00-20.00

1.00-20.00

1.00-20.00

1.00-16.00

Dia
Range

1.00-20.00

1.00-20.00

1.00-20.00

1.00-20.00

1.00-16.00

0.50-12.00

0.50-12.00

0.10-20.00

0.10-20.00

Dia
Range

Material

PP M K N S H

PP K H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

PP K H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

PP M K N S H

Material Page No.

Technical Data 53-63

23-26

27-30

31-34

35-38

39-42

43-45

46-48

49-50

51-52

04-05

06-07

08-10

11-13

14-16

17-19

20-22

Page No.
Point
Angle Helix

Tolerance
Cut Shank

DIN
Shank

Point
Angle Helix

Tolerance
Cut Shank

0
140 0

30
Cut Dia

m7
Shank Dia

h6

0140 030
Cut Dia

m7
Shank Dia

h6

0
140 030

Cut Dia
m7

Shank Dia
h6

0140 0
30

Cut Dia
m7

Shank Dia
h6

0
140 030

Cut Dia
m7

Shank Dia
h6

060
Shank Dia

h6
Cut Dia

m7

090
Shank Dia

h6
Cut Dia

m7

0
118 0

30
Cut Dia

m7
Shank Dia

h6

0118 0
30

Cut Dia
m7

Shank Dia
h6

0140 0
30

Cut Dia
m7

Shank Dia
h6

0140 0
30

Cut Dia
m7

Shank Dia
h6

0140 0
30

Cut Dia
m7

Shank Dia
h6

0140 030
Cut Dia

m7
Shank Dia

h6

0
140 030

Cut Dia
m7

Shank Dia
h6

0
130 030

Cut 
Dia
0
+0.004

Shank Dia
h6

0
140 0

30

Cut 
Dia
0
+0.004

Shank Dia
h6

DIN
6535

DIN
6535

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6537

DIN
6539

DIN
338

DIN
6535

DIN
6535

DIN
Shank

0
25

025
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Solid Carbide Micro Drill with 3mm Shank D11

D11-M00030-0005V0

D11-M00040-0005V0

D11-M00050-0008V0

D11-M00060-0008V0

D11-M00070-0010V0

D11-M00080-0010V0

D11-M00090-0010V0

D11-M00100-0015V0

D11-M00110-0015V0

D11-M00120-0015V0

D11-M00130-0015V0

D11-M00140-0015V0

D11-M00150-0015V0

D11-M00160-0020V0

D11-M00170-0020V0

D11-M00180-0025V0

D11-M00190-0025V0

D11-M00200-0025V0

D11-M00210-0025V0

D11-M00220-0025V0

D11-M00230-0038V0

D11-M00240-0038V0

D11-M00250-0038V0

D11-M00260-0038V0

D11-M00270-0038V0

D11-M00280-0038V0

D11-M00290-0038V0

D11-M00300-0057V0

D11-M00310-0057V0

D11-M00320-0057V0

D11-M00330-0057V0

D11-M00340-0057V0

D11-M00350-0057V0

D11-M00360-0057V0

D11-M00370-0057V0

D11-M00380-0064V0

D11-M00390-0064V0

D11-M00400-0064V0

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

-

D11AM00200-0025V0

D11AM00210-0025V0

D11AM00220-0025V0

D11AM00230-0038V0

D11AM00240-0038V0

D11AM00250-0038V0

D11AM00260-0038V0

D11AM00270-0038V0

D11AM00280-0038V0

D11AM00290-0038V0

D11AM00300-0057V0

D11AM00310-0057V0

D11AM00320-0057V0

D11AM00330-0057V0

D11AM00340-0057V0

D11AM00350-0057V0

D11AM00360-0057V0

D11AM00370-0057V0

D11AM00380-0064V0

D11AM00390-0064V0

D11AM00400-0064V0

**

**

**

**

**

**

**

**

**

**

**

**

**

**

**

**

* 

**

**

**

**

**

* 

**

**

**

**

* 

**

**

**

**

* 

**

**

**

**

* 

0.030

0.040

0.050

0.060

0.070

0.080

0.090

0.100

0.110

0.120

0.13

0.14

0.15

0.16

0.17

0.18

0.19

0.20

0.21

0.22

0.23

0.24

0.25

0.26

0.27

0.28

0.29

0.30

0.31

0.32

0.33

0.34

0.35

0.36

0.37

0.38

0.39

0.40

0.50

0.50

0.80

0.80

1.00

1.00

1.00

1.50

1.50

1.50

1.50

1.50

2.00

2.00

2.00

2.50

2.50

2.50

2.50

2.50

3.80

3.80

3.80

3.80

3.80

3.80

3.80

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

6.40

6.40

6.40

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

1.10

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

Continued...Stock Availability:  * In stock,  ** Check availability

04 www.kemmer-praezision.com | info@kemmer-praezision.com

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

Material Recommendation:      Highly Recommended         Recommended

Uncoated
Coated 
AlTiN Stock

Diameter
Ød

Flute 
Length 

l

Step 
Length

l1

Step 
Diameter

Ød1

Overall 
Length 

L

DESCRIPTION PART NUMBER

Shank 
Diameter

ØD

P

M

K

N

S

H

Technical Data: Page 53

Ø
d

l

L

Ø
D

l1

Ø
d

1
0

130 0
30

Cut 
Dia
0
+0.004

Shank Dia
h6

DIN
6535
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05

Solid Carbide Micro Drill with 3mm Shank D11

www.kemmer-praezision.com | info@kemmer-praezision.com

**

**

*

**

*

**

*

**

**

*

**

*

**

*

**

*

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

Stock

0.41

0.45

0.50

0.55

0.60

0.61

0.65

0.70

0.75

0.80

0.85

0.90

0.95

1.00

1.05

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

1.55

1.60

1.65

1.70

1.75

1.80

1.85

1.90

1.95

2.00

2.05

2.10

2.15

2.20

2.25

2.30

2.35

2.40

2.45

2.50

2.55

2.60

2.65

2.70

2.75

2.80

2.85

2.90

2.95

3.00

Diameter
Ød

6.40

6.40

6.60

8.60

8.60

8.60

8.60

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

Flute 
Length 

l

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

Overall 
Length 

L

DESCRIPTION

D11AM00410-0064V0

D11AM00450-0064V0

D11AM00500-0066V0

D11AM00550-0086V0

D11AM00600-0086V0

D11AM00610-0086V0

D11AM00650-0086V0

D11AM00700-0102V0

D11AM00750-0102V0

D11AM00800-0102V0

D11AM00850-0102V0

D11AM00900-0102V0

D11AM00950-0102V0

D11AM01000-0102V0

D11AM01050-0102V0

D11AM01100-0102V0

D11AM01150-0102V0

D11AM01200-0102V0

D11AM01250-0102V0

D11AM01300-0102V0

D11AM01350-0102V0

D11AM01400-0102V0

D11AM01450-0102V0

D11AM01500-0102V0

D11AM01550-0102V0

D11AM01600-0102V0

D11AM01650-0102V0

D11AM01700-0102V0

D11AM01750-0102V0

D11AM01800-0102V0

D11AM01850-0102V0

D11AM01900-0102V0

D11AM01950-0102V0

D11AM02000-0102V0

D11AM02050-0102V0

D11AM02100-0102V0

D11AM02150-0102V0

D11AM02200-0102V0

D11AM02250-0102V0

D11AM02300-0102V0

D11AM02350-0102V0

D11AM02400-0102V0

D11AM02450-0102V0

D11AM02500-0102V0

D11AM02550-0102V0

D11AM02600-0102V0

D11AM02650-0102V0

D11AM02700-0102V0

D11AM02750-0102V0

D11AM02800-0102V0

D11AM02850-0102V0

D11AM02900-0102V0

D11AM02950-0102V0

D11AM03000-0102V0

Coated 
AlTiN

D11-M00410-0064V0

D11-M00450-0064V0

D11-M00500-0066V0

D11-M00550-0086V0

D11-M00600-0086V0

D11-M00610-0086V0

D11-M00650-0086V0

D11-M00700-0102V0

D11-M00750-0102V0

D11-M00800-0102V0

D11-M00850-0102V0

D11-M00900-0102V0

D11-M00950-0102V0

D11-M01000-0102V0

D11-M01050-0102V0

D11-M01100-0102V0

D11-M01150-0102V0

D11-M01200-0102V0

D11-M01250-0102V0

D11-M01300-0102V0

D11-M01350-0102V0

D11-M01400-0102V0

D11-M01450-0102V0

D11-M01500-0102V0

D11-M01550-0102V0

D11-M01600-0102V0

D11-M01650-0102V0

D11-M01700-0102V0

D11-M01750-0102V0

D11-M01800-0102V0

D11-M01850-0102V0

D11-M01900-0102V0

D11-M01950-0102V0

D11-M02000-0102V0

D11-M02050-0102V0

D11-M02100-0102V0

D11-M02150-0102V0

D11-M02200-0102V0

D11-M02250-0102V0

D11-M02300-0102V0

D11-M02350-0102V0

D11-M02400-0102V0

D11-M02450-0102V0

D11-M02500-0102V0

D11-M02550-0102V0

D11-M02600-0102V0

D11-M02650-0102V0

D11-M02700-0102V0

D11-M02750-0102V0

D11-M02800-0102V0

D11-M02850-0102V0

D11-M02900-0102V0

D11-M02950-0102V0

D11-M03000-0102V0

Uncoated

PART NUMBER

Shank 
Diameter

ØD

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

Stock Availability:  * In stock,  ** Check availability



DESCRIPTION PART NUMBER

H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Solid Carbide Micro Drill 

for Hardened Material with 3mm Shank

D50

Technical Data: Page 53

Uncoated

D50-M00300-0057V0

D50-M00310-0057V0

D50-M00320-0057V0

D50-M00330-0057V0

D50-M00340-0057V0

D50-M00350-0057V0

D50-M00360-0057V0

D50-M00370-0057V0

D50-M00380-0064V0

D50-M00390-0064V0

D50-M00400-0064V0

D50-M00410-0064V0

D50-M00450-0064V0

D50-M00500-0066V0

D50-M00550-0086V0

D50-M00600-0086V0

D50-M00610-0086V0

D50-M00650-0086V0

D50-M00700-0102V0

D50-M00750-0102V0

D50-M00800-0102V0

D50-M00850-0102V0

D50-M00900-0102V0

D50-M00950-0102V0

D50-M01000-0102V0

D50-M01050-0102V0

D50-M01100-0102V0

D50-M01150-0102V0

D50-M01200-0102V0

D50-M01250-0102V0

D50-M01300-0102V0

D50-M01350-0102V0

D50-M01400-0102V0

D50-M01450-0102V0

D50-M01500-0102V0

D50-M01550-0102V0

D50-M01600-0102V0

D50-M01650-0102V0

D50-M01700-0102V0

D50-M01750-0102V0

Coated 
TiAlN

D50TM00300-0057V0

D50TM00310-0057V0

D50TM00320-0057V0

D50TM00330-0057V0

D50TM00340-0057V0

D50TM00350-0057V0

D50TM00360-0057V0

D50TM00370-0057V0

D50TM00380-0064V0

D50TM00390-0064V0

D50TM00400-0064V0

D50TM00410-0064V0

D50TM00450-0064V0

D50TM00500-0066V0

D50TM00550-0086V0

D50TM00600-0086V0

D50TM00610-0086V0

D50TM00650-0086V0

D50TM00700-0102V0

D50TM00750-0102V0

D50TM00800-0102V0

D50TM00850-0102V0

D50TM00900-0102V0

D50TM00950-0102V0

D50TM01000-0102V0

D50TM01050-0102V0

D50TM01100-0102V0

D50TM01150-0102V0

D50TM01200-0102V0

D50TM01250-0102V0

D50TM01300-0102V0

D50TM01350-0102V0

D50TM01400-0102V0

D50TM01450-0102V0

D50TM01500-0102V0

D50TM01550-0102V0

D50TM01600-0102V0

D50TM01650-0102V0

D50TM01700-0102V0

D50TM01750-0102V0

Stock

* 

**

**

**

**

* 

**

**

**

**

* 

**

**

*

**

*

**

*

**

**

*

**

*

**

*

**

*

**

**

**

**

**

**

**

*

**

**

**

**

**

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
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Diameter
Ød

0.30

0.31

0.32

0.33

0.34

0.35

0.36

0.37

0.38

0.39

0.40

0.41

0.45

0.50

0.55

0.60

0.61

0.65

0.70

0.75

0.80

0.85

0.90

0.95

1.00

1.05

1.10

1.15

1.20

1.25

1.30

1.35

1.40

1.45

1.50

1.55

1.60

1.65

1.70

1.75

Flute 
Length 

l

5.70

5.70

5.70

5.70

5.70

5.70

5.70

5.70

6.40

6.40

6.40

6.40

6.40

6.60

8.60

8.60

8.60

8.60

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

Overall 
Length 

L

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

Shank 
Diameter

ØD h6

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

P

M

K

N

S

H

Te
c
h
n
ic

a
l D

a
ta

0
140 0

30

Cut 
Dia
0
+0.004

Shank Dia
h6

DIN
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**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

Stock

1.80

1.85

1.90

1.95

2.00

2.05

2.10

2.15

2.20

2.25

2.30

2.35

2.40

2.45

2.50

2.55

2.60

2.65

2.70

2.75

2.80

2.85

2.90

2.95

3.00

Diameter
Ød

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

10.20

40.20

10.20

Flute 
Length 

l

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

Overall 
Length 

L

DESCRIPTION

D50-M01800-0102V0

D50-M01850-0102V0

D50-M01900-0102V0

D50-M01950-0102V0

D50-M02000-0102V0

D50-M02050-0102V0

D50-M02100-0102V0

D50-M02150-0102V0

D50-M02200-0102V0

D50-M02250-0102V0

D50-M02300-0102V0

D50-M02350-0102V0

D50-M02400-0102V0

D50-M02450-0102V0

D50-M02500-0102V0

D50-M02550-0102V0

D50-M02600-0102V0

D50-M02650-0102V0

D50-M02700-0102V0

D50-M02750-0102V0

D50-M02800-0102V0

D50-M02850-0102V0

D50-M02900-0102V0

D50-M02950-0102V0

D50-M03000-0102V0

Uncoated

D50TM01800-0102V0

D50TM01850-0102V0

D50TM01900-0102V0

D50TM01950-0102V0

D50TM02000-0102V0

D50TM02050-0102V0

D50TM02100-0102V0

D50TM02150-0102V0

D50TM02200-0102V0

D50TM02250-0102V0

D50TM02300-0102V0

D50TM02350-0102V0

D50TM02400-0102V0

D50TM02450-0102V0

D50TM02500-0102V0

D50TM02550-0102V0

D50TM02600-0102V0

D50TM02650-0102V0

D50TM02700-0102V0

D50TM02750-0102V0

D50TM02800-0102V0

D50TM02850-0102V0

D50TM02900-0102V0

D50TM02950-0102V0

D50TM03000-0102V0

Coated 
TiAlN

PART NUMBER

Shank 
Diameter

ØD

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

Stock Availability:  * In stock,  ** Check availability

Solid Carbide Micro Drill 

for Hardened Material with 3mm Shank
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Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D26-M01000-0060V0

D26-M01100-0065V0

D26-M01200-0070V0

D26-M01300-0080V0

D26-M01400-0085V0

D26-M01500-0090V0

D26-M01600-0095V0

D26-M01700-0100V0

D26-M01800-0110V0

D26-M01900-0115V0

D26-M02000-0120V0

D26-M02100-0125V0

D26-M02200-0130V0

D26-M02300-0140V0

D26-M02400-0145V0

D26-M02500-0150V0

D26-M02600-0155V0

D26-M02700-0160V0

D26-M02800-0170V0

D26-M02900-0175V0

D26-M03000-0200V0

D26-M03100-0200V1

D26-M03200-0200V2

D26-M03300-0200V3

D26-M03400-0200V4

D26-M03500-0200V5

D26-M03600-0200V6

D26-M03700-0200V7

D26-M03800-0240V0

D26-M03900-0240V0

D26-M04000-0240V0

D26-M04100-0240V0

D26-M04200-0240V0

D26-M04300-0240V0

D26-M04400-0240V0

D26-M04500-0240V0

D26-M04600-0240V0

D26-M04700-0240V0

Uncoated

D26LM01000-0060V0

D26LM01100-0065V0

D26LM01200-0070V0

D26LM01300-0080V0

D26LM01400-0085V0

D26LM01500-0090V0

D26LM01600-0095V0

D26LM01700-0100V0

D26LM01800-0110V0

D26LM01900-0115V0

D26LM02000-0120V0

D26LM02100-0125V0

D26LM02200-0130V0

D26LM02300-0140V0

D26LM02400-0145V0

D26LM02500-0150V0

D26LM02600-0155V0

D26LM02700-0160V0

D26LM02800-0170V0

D26LM02900-0175V0

D26LM03000-0200V0

D26LM03100-0200V1

D26LM03200-0200V2

D26LM03300-0200V3

D26LM03400-0200V4

D26LM03500-0200V5

D26LM03600-0200V6

D26LM03700-0200V7

D26LM03800-0240V0

D26LM03900-0240V0

D26LM04000-0240V0

D26LM04100-0240V0

D26LM04200-0240V0

D26LM04300-0240V0

D26LM04400-0240V0

D26LM04500-0240V0

D26LM04600-0240V0

D26LM04700-0240V0

Coated

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

6.00

6.50

7.00

8.00

8.50

9.00

9.50

10.00

11.00

11.50

12.00

12.50

13.00

14.00

14.50

15.00

15.50

16.00

17.00

17.50

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

Flute 
Length 

l

45.00

45.00

45.00

45.00

45.00

50.00

50.00

50.00

50.00

50.00

50.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

4XD

P

M

K

N

S

H

0140 0
30

Cut Dia
m7

Shank Dia
h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Te
c
h
n
ic

a
l D

a
ta

Ø
d

l

L

Ø
D

DIN
6537
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4XD

D26-M04800-0280V0

D26-M04900-0280V0

D26-M05000-0280V0

D26-M05100-0280V0

D26-M05200-0280V0

D26-M05300-0280V0

D26-M05400-0280V0

D26-M05500-0280V0

D26-M05600-0280V0

D26-M05700-0280V0

D26-M05800-0280V0

D26-M05900-0280V0

D26-M06000-0280V0

D26-M06100-0340V0

D26-M06200-0340V0

D26-M06300-0340V0

D26-M06400-0340V0

D26-M06500-0340V0

D26-M06600-0340V0

D26-M06700-0340V0

D26-M06800-0340V0

D26-M06900-0340V0

D26-M07000-0340V0

D26-M07100-0410V0

D26-M07200-0410V0

D26-M07300-0410V0

D26-M07400-0410V0

D26-M07500-0410V0

D26-M07600-0410V0

D26-M07700-0410V0

D26-M07800-0410V0

D26-M07900-0410V0

D26-M08000-0410V0

D26-M08100-0470V0

D26-M08200-0470V0

D26-M08300-0470V0

D26-M08400-0470V0

D26-M08500-0470V0

D26-M08600-0470V0

D26-M08700-0470V0

D26-M08800-0470V0

D26-M08900-0470V0

D26-M09000-0470V0

D26-M09100-0470V0

D26-M09200-0470V0

D26-M09300-0470V0

D26-M09400-0470V0

D26-M09500-0470V0

D26-M09600-0470V0

D26-M09700-0470V0

D26-M09800-0470V0

Uncoated

D26LM04800-0280V0

D26LM04900-0280V0

D26LM05000-0280V0

D26LM05100-0280V0

D26LM05200-0280V0

D26LM05300-0280V0

D26LM05400-0280V0

D26LM05500-0280V0

D26LM05600-0280V0

D26LM05700-0280V0

D26LM05800-0280V0

D26LM05900-0280V0

D26LM06000-0280V0

D26LM06100-0340V0

D26LM06200-0340V0

D26LM06300-0340V0

D26LM06400-0340V0

D26LM06500-0340V0

D26LM06600-0340V0

D26LM06700-0340V0

D26LM06800-0340V0

D26LM06900-0340V0

D26LM07000-0340V0

D26LM07100-0410V0

D26LM07200-0410V0

D26LM07300-0410V0

D26LM07400-0410V0

D26LM07500-0410V0

D26LM07600-0410V0

D26LM07700-0410V0

D26LM07800-0410V0

D26LM07900-0410V0

D26LM08000-0410V0

D26LM08100-0470V0

D26LM08200-0470V0

D26LM08300-0470V0

D26LM08400-0470V0

D26LM08500-0470V0

D26LM08600-0470V0

D26LM08700-0470V0

D26LM08800-0470V0

D26LM08900-0470V0

D26LM09000-0470V0

D26LM09100-0470V0

D26LM09200-0470V0

D26LM09300-0470V0

D26LM09400-0470V0

D26LM09500-0470V0

D26LM09600-0470V0

D26LM09700-0470V0

D26LM09800-0470V0

Coated

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

Flute 
Length 

l

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Continued...
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4XD

D26-M09900-0470V0

D26-M10000-0470V0

D26-M10100-0550V0

D26-M10200-0550V0

D26-M10300-0550V0

D26-M10380-0550V0

D26-M10500-0550V0

D26-M10600-0550V0

D26-M10700-0550V0

D26-M10800-0550V0

D26-M10900-0550V0

D26-M11000-0550V0

D26-M11100-0550V0

D26-M11200-0550V0

D26-M11300-0550V0

D26-M11400-0550V0

D26-M11500-0550V0

D26-M11600-0550V0

D26-M11700-0550V0

D26-M11800-0550V0

D26-M11900-0550V0

D26-M12000-0550V0

D26-M12200-0600V0

D26-M12500-0600V0

D26-M12800-0600V0

D26-M13000-0600V0

D26-M13500-0600V0

D26-M13800-0600V0

D26-M14000-0600V0

D26-M14200-0650V0

D26-M14500-0650V0

D26-M14800-0650V0

D26-M15000-0650V0

D26-M15100-0650V0

D26-M15200-0650V0

D26-M15500-0650V0

D26-M15800-0650V0

D26-M16000-0650V0

D26-M16500-0730V0

D26-M17000-0730V0

D26-M17300-0730V0

D26-M17500-0730V0

D26-M17700-0730V0

D26-M18000-0730V0

D26-M18500-0790V0

D26-M19000-0790V0

D26-M19300-0790V0

D26-M19500-0790V0

D26-M20000-0790V0

Uncoated

D26LM09900-0470V0

D26LM10000-0470V0

D26LM10100-0550V0

D26LM10200-0550V0

D26LM10300-0550V0

D26LM10380-0550V0

D26LM10500-0550V0

D26LM10600-0550V0

D26LM10700-0550V0

D26LM10800-0550V0

D26LM10900-0550V0

D26LM11000-0550V0

D26LM11100-0550V0

D26LM11200-0550V0

D26LM11300-0550V0

D26LM11400-0550V0

D26LM11500-0550V0

D26LM11600-0550V0

D26LM11700-0550V0

D26LM11800-0550V0

D26LM11900-0550V0

D26LM12000-0550V0

D26LM12200-0600V0

D26LM12500-0600V0

D26LM12800-0600V0

D26LM13000-0600V0

D26LM13500-0600V0

D26LM13800-0600V0

D26LM14000-0600V0

D26LM14200-0650V0

D26LM14500-0650V0

D26LM14800-0650V0

D26LM15000-0650V0

D26LM15100-0650V0

D26LM15200-0650V0

D26LM15500-0650V0

D26LM15800-0650V0

D26LM16000-0650V0

D26LM16500-0730V0

D26LM17000-0730V0

D26LM17300-0730V0

D26LM17500-0730V0

D26LM17700-0730V0

D26LM18000-0730V0

D26LM18500-0790V0

D26LM19000-0790V0

D26LM19300-0790V0

D26LM19500-0790V0

D26LM20000-0790V0

Coated

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

*

**

*

*

**

*

**

*

**

**

**

**

**

**

*

**

**

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.20

12.50

12.80

13.00

13.50

13.80

14.00

14.20

14.50

14.80

15.00

15.10

15.20

15.50

15.80

16.00

16.50

17.00

17.30

17.50

17.70

18.00

18.50

19.00

19.30

19.50

20.00

Diameter
Ød

47.00

47.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

60.00

60.00

60.00

60.00

60.00

60.00

60.00

65.00

65.00

65.00

65.00

65.00

65.00

65.00

65.00

65.00

73.00

73.00

73.00

73.00

73.00

73.00

79.00

79.00

79.00

79.00

79.00

Flute 
Length 

l

89.00

89.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

123.00

123.00

123.00

123.00

123.00

123.00

131.00

131.00

131.00

131.00

131.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
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Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D27-M01000-0080V0

D27-M01100-0120V0

D27-M01200-0120V0

D27-M01300-0120V0

D27-M01400-0120V0

D27-M01500-0160V0

D27-M01600-0160V0

D27-M01700-0160V0

D27-M01800-0160V0

D27-M01900-0160V0

D27-M02000-0210V0

D27-M02100-0210V0

D27-M02200-0210V0

D27-M02300-0210V0

D27-M02400-0210V0

D27-M02500-0210V0

D27-M02600-0215V0

D27-M02700-0210V0

D27-M02800-0210V0

D27-M02900-0210V0

D27-M03000-0280V0

D27-M03100-0280V0

D27-M03200-0280V0

D27-M03300-0280V0

D27-M03400-0280V0

D27-M03500-0280V0

D27-M03600-0280V0

D27-M03700-0280V0

D27-M03800-0360V0

D27-M03900-0360V0

D27-M04000-0360V0

D27-M04100-0360V0

D27-M04200-0360V0

D27-M04300-0360V0

D27-M04400-0360V0

D27-M04500-0360V0

D27-M04600-0360V0

D27-M04700-0360V0

Uncoated

D27LM01000-0080V0

D27LM01100-0120V0

D27LM01200-0120V0

D27LM01300-0120V0

D27LM01400-0120V0

D27LM01500-0160V0

D27LM01600-0160V0

D27LM01700-0160V0

D27LM01800-0160V0

D27LM01900-0160V0

D27LM02000-0210V0

D27LM02100-0210V0

D27LM02200-0210V0

D27LM02300-0210V0

D27LM02400-0210V0

D27LM02500-0210V0

D27LM02600-0215V0

D27LM02700-0210V0

D27LM02800-0210V0

D27LM02900-0210V0

D27LM03000-0280V0

D27LM03100-0280V0

D27LM03200-0280V0

D27LM03300-0280V0

D27LM03400-0280V0

D27LM03500-0280V0

D27LM03600-0280V0

D27LM03700-0280V0

D27LM03800-0360V0

D27LM03900-0360V0

D27LM04000-0360V0

D27LM04100-0360V0

D27LM04200-0360V0

D27LM04300-0360V0

D27LM04400-0360V0

D27LM04500-0360V0

D27LM04600-0360V0

D27LM04700-0360V0

Coated

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

8.00

12.00

12.00

12.00

12.00

16.00

16.00

16.00

16.00

16.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

Flute 
Length 

l

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

P

M

K

N

S

H

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)
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6XD

D27-M04800-0440V0

D27-M04900-0440V0

D27-M05000-0440V0

D27-M05100-0440V0

D27-M05200-0440V0

D27-M05300-0440V0

D27-M05400-0440V0

D27-M05500-0440V0

D27-M05600-0440V0

D27-M05700-0440V0

D27-M05800-0440V0

D27-M05900-0440V0

D27-M06000-0440V0

D27-M06100-0530V0

D27-M06200-0530V0

D27-M06300-0530V0

D27-M06400-0530V0

D27-M06500-0530V0

D27-M06600-0530V0

D27-M06700-0530V0

D27-M06800-0530V0

D27-M06900-0530V0

D27-M07000-0530V0

D27-M07100-0530V0

D27-M07200-0530V0

D27-M07300-0530V0

D27-M07400-0530V0

D27-M07500-0530V0

D27-M07600-0530V0

D27-M07700-0530V0

D27-M07800-0530V0

D27-M07900-0530V0

D27-M08000-0530V0

D27-M08100-0610V0

D27-M08200-0610V0

D27-M08300-0610V0

D27-M08400-0610V0

D27-M08500-0610V0

D27-M08600-0610V0

D27-M08700-0610V0

D27-M08800-0610V0

D27-M08900-0610V0

D27-M09000-0610V0

D27-M09100-0610V0

D27-M09200-0610V0

D27-M09300-0610V0

D27-M09400-0610V0

D27-M09500-0610V0

D27-M09600-0610V0

D27-M09700-0610V0

D27-M09800-0610V0

Uncoated

D27LM04800-0440V0

D27LM04900-0440V0

D27LM05000-0440V0

D27LM05100-0440V0

D27LM05200-0440V0

D27LM05300-0440V0

D27LM05400-0440V0

D27LM05500-0440V0

D27LM05600-0440V0

D27LM05700-0440V0

D27LM05800-0440V0

D27LM05900-0440V0

D27LM06000-0440V0

D27LM06100-0530V0

D27LM06200-0530V0

D27LM06300-0530V0

D27LM06400-0530V0

D27LM06500-0530V0

D27LM06600-0530V0

D27LM06700-0530V0

D27LM06800-0530V0

D27LM06900-0530V0

D27LM07000-0530V0

D27LM07100-0530V0

D27LM07200-0530V0

D27LM07300-0530V0

D27LM07400-0530V0

D27LM07500-0530V0

D27LM07600-0530V0

D27LM07700-0530V0

D27LM07800-0530V0

D27LM07900-0530V0

D27LM08000-0530V0

D27LM08100-0610V0

D27LM08200-0610V0

D27LM08300-0610V0

D27LM08400-0610V0

D27LM08500-0610V0

D27LM08600-0610V0

D27LM08700-0610V0

D27LM08800-0610V0

D27LM08900-0610V0

D27LM09000-0610V0

D27LM09100-0610V0

D27LM09200-0610V0

D27LM09300-0610V0

D27LM09400-0610V0

D27LM09500-0610V0

D27LM09600-0610V0

D27LM09700-0610V0

D27LM09800-0610V0

Coated

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

Flute 
Length 

l

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Continued...
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D27LM09900-0610V0

D27LM10000-0610V0

D27LM10100-0710V0

D27LM10200-0710V0

D27LM10300-0710V0

D27LM10380-0710V0

D27LM10500-0710V0

D27LM10600-0710V0

D27LM10700-0710V0

D27LM10800-0710V0

D27LM10900-0710V0

D27LM11000-0710V0

D27LM11100-0710V0

D27LM11200-0710V0

D27LM11300-0710V0

D27LM11400-0710V0

D27LM11500-0710V0

D27LM11600-0710V0

D27LM11700-0710V0

D27LM11800-0710V0

D27LM11900-0710V0

D27LM12000-0710V0

D27LM12200-0770V0

D27LM12500-0770V0

D27LM12800-0770V0

D27LM13000-0770V0

D27LM13500-0770V0

D27LM13800-0770V0

D27LM14000-0770V0

D27LM14200-0830V0

D27LM14500-0830V0

D27LM14800-0830V0

D27LM15000-0830V0

D27LM15100-0830V0

D27LM15200-0830V0

D27LM15500-0830V0

D27LM15800-0830V0

D27LM16000-0830V0

D27LM16500-0930V0

D27LM17000-0930V0

D27LM17300-0930V0

D27LM17500-0930V0

D27LM17700-0930V0

D27LM18000-0930V0

D27LM18500-1010V0

D27LM19000-1010V0

D27LM19300-1010V0

D27LM19500-1010V0

D27LM20000-1010V0

Uncoated

D27-M09900-0610V0

D27-M10000-0610V0

D27-M10100-0710V0

D27-M10200-0710V0

D27-M10300-0710V0

D27-M10380-0710V0

D27-M10500-0710V0

D27-M10600-0710V0

D27-M10700-0710V0

D27-M10800-0710V0

D27-M10900-0710V0

D27-M11000-0710V0

D27-M11100-0710V0

D27-M11200-0710V0

D27-M11300-0710V0

D27-M11400-0710V0

D27-M11500-0710V0

D27-M11600-0710V0

D27-M11700-0710V0

D27-M11800-0710V0

D27-M11900-0710V0

D27-M12000-0710V0

D27-M12200-0770V0

D27-M12500-0770V0

D27-M12800-0770V0

D27-M13000-0770V0

D27-M13500-0770V0

D27-M13800-0770V0

D27-M14000-0770V0

D27-M14200-0830V0

D27-M14500-0830V0

D27-M14800-0830V0

D27-M15000-0830V0

D27-M15100-0830V0

D27-M15200-0830V0

D27-M15500-0830V0

D27-M15800-0830V0

D27-M16000-0830V0

D27-M16500-0930V0

D27-M17000-0930V0

D27-M17300-0930V0

D27-M17500-0930V0

D27-M17700-0930V0

D27-M18000-0930V0

D27-M18500-1010V0

D27-M19000-1010V0

D27-M19300-1010V0

D27-M19500-1010V0

D27-M20000-1010V0

Coated

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

*

**

*

*

**

*

**

*

**

**

**

**

**

**

*

**

**

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.20

12.50

12.80

13.00

13.50

13.80

14.00

14.20

14.50

14.80

15.00

15.10

15.20

15.50

15.80

16.00

16.50

17.00

17.30

17.50

17.70

18.00

18.50

19.00

19.50

19.30

20.00

Diameter
Ød

61.00

61.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

77.00

77.00

77.00

77.00

77.00

77.00

77.00

83.00

83.00

83.00

83.00

83.00

83.00

83.00

83.00

83.00

93.00

93.00

93.00

93.00

93.00

93.00

101.00

101.00

101.00

101.00

101.00

Flute 
Length 

l

103.00

103.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

124.00

124.00

124.00

124.00

124.00

124.00

124.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

143.00

143.00

143.00

143.00

143.00

143.00

153.00

153.00

153.00

153.00

153.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Te
c
h
n
ic

a
l D

a
ta



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Solid Carbide Coolant Hole Drill 

for High Performance - 4XD

D96

Technical Data: Page 55

14 www.kemmer-praezision.com | info@kemmer-praezision.com

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D96-M01000-0060V0

D96-M01100-0065V0

D96-M01200-0070V0

D96-M01300-0080V0

D96-M01400-0085V0

D96-M01500-0090V0

D96-M01600-0095V0

D96-M01700-0100V0

D96-M01800-0110V0

D96-M01900-0115V0

D96-M02000-0120V0

D96-M02100-0125V0

D96-M02200-0130V0

D96-M02300-0140V0

D96-M02400-0145V0

D96-M02500-0150V0

D96-M02600-0155V0

D96-M02700-0160V0

D96-M02800-0170V0

D96-M02900-0175V0

D96-M03000-0200V0

D96-M03100-0200V1

D96-M03200-0200V2

D96-M03300-0200V3

D96-M03400-0200V4

D96-M03500-0200V5

D96-M03600-0200V6

D96-M03700-0200V7

D96-M03800-0240V0

D96-M03900-0240V0

D96-M04000-0240V0

D96-M04100-0240V0

D96-M04200-0240V0

D96-M04300-0240V0

D96-M04400-0240V0

D96-M04500-0240V0

D96-M04600-0240V0

D96-M04700-0240V0

Uncoated

D96LM01000-0060V0

D96LM01100-0065V0

D96LM01200-0070V0

D96LM01300-0080V0

D96LM01400-0085V0

D96LM01500-0090V0

D96LM01600-0095V0

D96LM01700-0100V0

D96LM01800-0110V0

D96LM01900-0115V0

D96LM02000-0120V0

D96LM02100-0125V0

D96LM02200-0130V0

D96LM02300-0140V0

D96LM02400-0145V0

D96LM02500-0150V0

D96LM02600-0155V0

D96LM02700-0160V0

D96LM02800-0170V0

D96LM02900-0175V0

D96LM03000-0200V0

D96LM03100-0200V1

D96LM03200-0200V2

D96LM03300-0200V3

D96LM03400-0200V4

D96LM03500-0200V5

D96LM03600-0200V6

D96LM03700-0200V7

D96LM03800-0240V0

D96LM03900-0240V0

D96LM04000-0240V0

D96LM04100-0240V0

D96LM04200-0240V0

D96LM04300-0240V0

D96LM04400-0240V0

D96LM04500-0240V0

D96LM04600-0240V0

D96LM04700-0240V0

Coated

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

6.00

6.50

7.00

8.00

8.50

9.00

9.50

10.00

11.00

11.50

12.00

12.50

13.00

14.00

14.50

15.00

15.50

16.00

17.00

17.50

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

24.00

Flute 
Length 

l

45.00

45.00

45.00

45.00

45.00

50.00

50.00

50.00

50.00

50.00

50.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

P

M

K

N

S

H

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)
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D96-M04800-0280V0

D96-M04900-0280V0

D96-M05000-0280V0

D96-M05100-0280V0

D96-M05200-0280V0

D96-M05300-0280V0

D96-M05400-0280V0

D96-M05500-0280V0

D96-M05600-0280V0

D96-M05700-0280V0

D96-M05800-0280V0

D96-M05900-0280V0

D96-M06000-0280V0

D96-M06100-0340V0

D96-M06200-0340V0

D96-M06300-0340V0

D96-M06400-0340V0

D96-M06500-0340V0

D96-M06600-0340V0

D96-M06700-0340V0

D96-M06800-0340V0

D96-M06900-0340V0

D96-M07000-0340V0

D96-M07100-0410V0

D96-M07200-0410V0

D96-M07300-0410V0

D96-M07400-0410V0

D96-M07500-0410V0

D96-M07600-0410V0

D96-M07700-0410V0

D96-M07800-0410V0

D96-M07900-0410V0

D96-M08000-0410V0

D96-M08100-0470V0

D96-M08200-0470V0

D96-M08300-0470V0

D96-M08400-0470V0

D96-M08500-0470V0

D96-M08600-0470V0

D96-M08700-0470V0

D96-M08800-0470V0

D96-M08900-0470V0

D96-M09000-0470V0

D96-M09100-0470V0

D96-M09200-0470V0

D96-M09300-0470V0

D96-M09400-0470V0

D96-M09500-0470V0

D96-M09600-0470V0

D96-M09700-0470V0

D96-M09800-0470V0

Uncoated

D96LM04800-0280V0

D96LM04900-0280V0

D96LM05000-0280V0

D96LM05100-0280V0

D96LM05200-0280V0

D96LM05300-0280V0

D96LM05400-0280V0

D96LM05500-0280V0

D96LM05600-0280V0

D96LM05700-0280V0

D96LM05800-0280V0

D96LM05900-0280V0

D96LM06000-0280V0

D96LM06100-0340V0

D96LM06200-0340V0

D96LM06300-0340V0

D96LM06400-0340V0

D96LM06500-0340V0

D96LM06600-0340V0

D96LM06700-0340V0

D96LM06800-0340V0

D96LM06900-0340V0

D96LM07000-0340V0

D96LM07100-0410V0

D96LM07200-0410V0

D96LM07300-0410V0

D96LM07400-0410V0

D96LM07500-0410V0

D96LM07600-0410V0

D96LM07700-0410V0

D96LM07800-0410V0

D96LM07900-0410V0

D96LM08000-0410V0

D96LM08100-0470V0

D96LM08200-0470V0

D96LM08300-0470V0

D96LM08400-0470V0

D96LM08500-0470V0

D96LM08600-0470V0

D96LM08700-0470V0

D96LM08800-0470V0

D96LM08900-0470V0

D96LM09000-0470V0

D96LM09100-0470V0

D96LM09200-0470V0

D96LM09300-0470V0

D96LM09400-0470V0

D96LM09500-0470V0

D96LM09600-0470V0

D96LM09700-0470V0

D96LM09800-0470V0

Coated

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

47.00

Flute 
Length 

l

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Continued...

Te
c
h
n
ic

a
l D

a
ta



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Solid Carbide Coolant Hole Drill 

for High Performance - 4XD

D96

16 www.kemmer-praezision.com | info@kemmer-praezision.com

D96-M09900-0470V0

D96-M10000-0470V0

D96-M10100-0550V0

D96-M10200-0550V0

D96-M10300-0550V0

D96-M10380-0550V0

D96-M10500-0550V0

D96-M10600-0550V0

D96-M10700-0550V0

D96-M10800-0550V0

D96-M10900-0550V0

D96-M11000-0550V0

D96-M11100-0550V0

D96-M11200-0550V0

D96-M11300-0550V0

D96-M11400-0550V0

D96-M11500-0550V0

D96-M11600-0550V0

D96-M11700-0550V0

D96-M11800-0550V0

D96-M11900-0550V0

D96-M12000-0550V0

D96-M12200-0600V0

D96-M12500-0600V0

D96-M12800-0600V0

D96-M13000-0600V0

D96-M13500-0600V0

D96-M13800-0600V0

D96-M14000-0600V0

D96-M14200-0650V0

D96-M14500-0650V0

D96-M14800-0650V0

D96-M15000-0650V0

D96-M15100-0650V0

D96-M15200-0650V0

D96-M15500-0650V0

D96-M15800-0650V0

D96-M16000-0650V0

D96-M16500-0730V0

D96-M17000-0730V0

D96-M17300-0730V0

D96-M17500-0730V0

D96-M17700-0730V0

D96-M18000-0730V0

D96-M18500-0790V0

D96-M19000-0790V0

D96-M19300-0790V0

D96-M19500-0790V0

D96-M20000-0790V0

Uncoated

D96LM09900-0470V0

D96LM10000-0470V0

D96LM10100-0550V0

D96LM10200-0550V0

D96LM10300-0550V0

D96LM10380-0550V0

D96LM10500-0550V0

D96LM10600-0550V0

D96LM10700-0550V0

D96LM10800-0550V0

D96LM10900-0550V0

D96LM11000-0550V0

D96LM11100-0550V0

D96LM11200-0550V0

D96LM11300-0550V0

D96LM11400-0550V0

D96LM11500-0550V0

D96LM11600-0550V0

D96LM11700-0550V0

D96LM11800-0550V0

D96LM11900-0550V0

D96LM12000-0550V0

D96LM12200-0600V0

D96LM12500-0600V0

D96LM12800-0600V0

D96LM13000-0600V0

D96LM13500-0600V0

D96LM13800-0600V0

D96LM14000-0600V0

D96LM14200-0650V0

D96LM14500-0650V0

D96LM14800-0650V0

D96LM15000-0650V0

D96LM15100-0650V0

D96LM15200-0650V0

D96LM15500-0650V0

D96LM15800-0650V0

D96LM16000-0650V0

D96LM16500-0730V0

D96LM17000-0730V0

D96LM17300-0730V0

D96LM17500-0730V0

D96LM17700-0730V0

D96LM18000-0730V0

D96LM18500-0790V0

D96LM19000-0790V0

D96LM19300-0790V0

D96LM19500-0790V0

D96LM20000-0790V0

Coated

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

*

**

*

*

**

*

**

*

**

**

**

**

**

**

*

**

**

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.20

12.50

12.80

13.00

13.50

13.80

14.00

14.20

14.50

14.80

15.00

15.10

15.20

15.50

15.80

16.00

16.50

17.00

17.30

17.50

17.70

18.00

18.50

19.00

19.30

19.50

20.00

Diameter
Ød

47.00

47.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

60.00

60.00

60.00

60.00

60.00

60.00

60.00

65.00

65.00

65.00

65.00

65.00

65.00

65.00

65.00

65.00

73.00

73.00

73.00

73.00

73.00

73.00

79.00

79.00

79.00

79.00

79.00

Flute 
Length 

l

89.00

89.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

102.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

123.00

123.00

123.00

123.00

123.00

123.00

131.00

131.00

131.00

131.00

131.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
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Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D97-M01000-0080V0

D97-M01100-0120V0

D97-M01200-0120V0

D97-M01300-0120V0

D97-M01400-0120V0

D97-M01500-0160V0

D97-M01600-0160V0

D97-M01700-0160V0

D97-M01800-0160V0

D97-M01900-0160V0

D97-M02000-0210V0

D97-M02100-0210V0

D97-M02200-0210V0

D97-M02300-0210V0

D97-M02400-0210V0

D97-M02500-0210V0

D97-M02600-0215V0

D97-M02700-0210V0

D97-M02800-0210V0

D97-M02900-0210V0

D97-M03000-0280V0

D97-M03100-0280V0

D97-M03200-0280V0

D97-M03300-0280V0

D97-M03400-0280V0

D97-M03500-0280V0

D97-M03600-0280V0

D97-M03700-0280V0

D97-M03800-0360V0

D97-M03900-0360V0

D97-M04000-0360V0

D97-M04100-0360V0

D97-M04200-0360V0

D97-M04300-0360V0

D97-M04400-0360V0

D97-M04500-0360V0

D97-M04600-0360V0

D97-M04700-0360V0

Uncoated

D97LM01000-0080V0

D97LM01100-0120V0

D97LM01200-0120V0

D97LM01300-0120V0

D97LM01400-0120V0

D97LM01500-0160V0

D97LM01600-0160V0

D97LM01700-0160V0

D97LM01800-0160V0

D97LM01900-0160V0

D97LM02000-0210V0

D97LM02100-0210V0

D97LM02200-0210V0

D97LM02300-0210V0

D97LM02400-0210V0

D97LM02500-0210V0

D97LM02600-0215V0

D97LM02700-0210V0

D97LM02800-0210V0

D97LM02900-0210V0

D97LM03000-0280V0

D97LM03100-0280V0

D97LM03200-0280V0

D97LM03300-0280V0

D97LM03400-0280V0

D97LM03500-0280V0

D97LM03600-0280V0

D97LM03700-0280V0

D97LM03800-0360V0

D97LM03900-0360V0

D97LM04000-0360V0

D97LM04100-0360V0

D97LM04200-0360V0

D97LM04300-0360V0

D97LM04400-0360V0

D97LM04500-0360V0

D97LM04600-0360V0

D97LM04700-0360V0

Coated

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

8.00

12.00

12.00

12.00

12.00

16.00

16.00

16.00

16.00

16.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

21.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

36.00

Flute 
Length 

l

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

55.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

P

M

K

N

S

H

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Ø
d

l

L

Ø
D

Technical Data: Page 55
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D97-M04800-0440V0

D97-M04900-0440V0

D97-M05000-0440V0

D97-M05100-0440V0

D97-M05200-0440V0

D97-M05300-0440V0

D97-M05400-0440V0

D97-M05500-0440V0

D97-M05600-0440V0

D97-M05700-0440V0

D97-M05800-0440V0

D97-M05900-0440V0

D97-M06000-0440V0

D97-M06100-0530V0

D97-M06200-0530V0

D97-M06300-0530V0

D97-M06400-0530V0

D97-M06500-0530V0

D97-M06600-0530V0

D97-M06700-0530V0

D97-M06800-0530V0

D97-M06900-0530V0

D97-M07000-0530V0

D97-M07100-0530V0

D97-M07200-0530V0

D97-M07300-0530V0

D97-M07400-0530V0

D97-M07500-0530V0

D97-M07600-0530V0

D97-M07700-0530V0

D97-M07800-0530V0

D97-M07900-0530V0

D97-M08000-0530V0

D97-M08100-0610V0

D97-M08200-0610V0

D97-M08300-0610V0

D97-M08400-0610V0

D97-M08500-0610V0

D97-M08600-0610V0

D97-M08700-0610V0

D97-M08800-0610V0

D97-M08900-0610V0

D97-M09000-0610V0

D97-M09100-0610V0

D97-M09200-0610V0

D97-M09300-0610V0

D97-M09400-0610V0

D97-M09500-0610V0

D97-M09600-0610V0

D97-M09700-0610V0

D97-M09800-0610V0

Uncoated

D97LM04800-0440V0

D97LM04900-0440V0

D97LM05000-0440V0

D97LM05100-0440V0

D97LM05200-0440V0

D97LM05300-0440V0

D97LM05400-0440V0

D97LM05500-0440V0

D97LM05600-0440V0

D97LM05700-0440V0

D97LM05800-0440V0

D97LM05900-0440V0

D97LM06000-0440V0

D97LM06100-0530V0

D97LM06200-0530V0

D97LM06300-0530V0

D97LM06400-0530V0

D97LM06500-0530V0

D97LM06600-0530V0

D97LM06700-0530V0

D97LM06800-0530V0

D97LM06900-0530V0

D97LM07000-0530V0

D97LM07100-0530V0

D97LM07200-0530V0

D97LM07300-0530V0

D97LM07400-0530V0

D97LM07500-0530V0

D97LM07600-0530V0

D97LM07700-0530V0

D97LM07800-0530V0

D97LM07900-0530V0

D97LM08000-0530V0

D97LM08100-0610V0

D97LM08200-0610V0

D97LM08300-0610V0

D97LM08400-0610V0

D97LM08500-0610V0

D97LM08600-0610V0

D97LM08700-0610V0

D97LM08800-0610V0

D97LM08900-0610V0

D97LM09000-0610V0

D97LM09100-0610V0

D97LM09200-0610V0

D97LM09300-0610V0

D97LM09400-0610V0

D97LM09500-0610V0

D97LM09600-0610V0

D97LM09700-0610V0

D97LM09800-0610V0

Coated

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

53.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

61.00

Flute 
Length 

l

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

91.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

103.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Continued...
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D97-M09900-0610V0

D97-M10000-0610V0

D97-M10100-0710V0

D97-M10200-0710V0

D97-M10300-0710V0

D97-M10380-0710V0

D97-M10500-0710V0

D97-M10600-0710V0

D97-M10700-0710V0

D97-M10800-0710V0

D97-M10900-0710V0

D97-M11000-0710V0

D97-M11100-0710V0

D97-M11200-0710V0

D97-M11300-0710V0

D97-M11400-0710V0

D97-M11500-0710V0

D97-M11600-0710V0

D97-M11700-0710V0

D97-M11800-0710V0

D97-M11900-0710V0

D97-M12000-0710V0

D97-M12200-0770V0

D97-M12500-0770V0

D97-M12800-0770V0

D97-M13000-0770V0

D97-M13500-0770V0

D97-M13800-0770V0

D97-M14000-0770V0

D97-M14200-0830V0

D97-M14500-0830V0

D97-M14800-0830V0

D97-M15000-0830V0

D97-M15100-0830V0

D97-M15200-0830V0

D97-M15500-0830V0

D97-M15800-0830V0

D97-M16000-0830V0

D97-M16500-0930V0

D97-M17000-0930V0

D97-M17300-0930V0

D97-M17500-0930V0

D97-M17700-0930V0

D97-M18000-0930V0

D97-M18500-1010V0

D97-M19000-1010V0

D97-M19300-1010V0

D97-M19500-1010V0

D97-M20000-1010V0

Uncoated

D97LM09900-0610V0

D97LM10000-0610V0

D97LM10100-0710V0

D97LM10200-0710V0

D97LM10300-0710V0

D97LM10380-0710V0

D97LM10500-0710V0

D97LM10600-0710V0

D97LM10700-0710V0

D97LM10800-0710V0

D97LM10900-0710V0

D97LM11000-0710V0

D97LM11100-0710V0

D97LM11200-0710V0

D97LM11300-0710V0

D97LM11400-0710V0

D97LM11500-0710V0

D97LM11600-0710V0

D97LM11700-0710V0

D97LM11800-0710V0

D97LM11900-0710V0

D97LM12000-0710V0

D97LM12200-0770V0

D97LM12500-0770V0

D97LM12800-0770V0

D97LM13000-0770V0

D97LM13500-0770V0

D97LM13800-0770V0

D97LM14000-0770V0

D97LM14200-0830V0

D97LM14500-0830V0

D97LM14800-0830V0

D97LM15000-0830V0

D97LM15100-0830V0

D97LM15200-0830V0

D97LM15500-0830V0

D97LM15800-0830V0

D97LM16000-0830V0

D97LM16500-0930V0

D97LM17000-0930V0

D97LM17300-0930V0

D97LM17500-0930V0

D97LM17700-0930V0

D97LM18000-0930V0

D97LM18500-1010V0

D97LM19000-1010V0

D97LM19300-1010V0

D97LM19500-1010V0

D97LM20000-1010V0

Coated

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

*

**

*

*

**

*

**

*

**

**

**

**

**

**

*

**

**

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.20

12.50

12.80

13.00

13.50

13.80

14.00

14.20

14.50

14.80

15.00

15.10

15.20

15.50

15.80

16.00

16.50

17.00

17.30

17.50

17.70

18.00

18.50

19.00

19.50

19.30

20.00

Diameter
Ød

61.00

61.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

71.00

77.00

77.00

77.00

77.00

77.00

77.00

77.00

83.00

83.00

83.00

83.00

83.00

83.00

83.00

83.00

83.00

93.00

93.00

93.00

93.00

93.00

93.00

101.00

101.00

101.00

101.00

101.00

Flute 
Length 

l

103.00

103.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

118.00

124.00

124.00

124.00

124.00

124.00

124.00

124.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

143.00

143.00

143.00

143.00

143.00

143.00

153.00

153.00

153.00

153.00

153.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
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Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D98-M01000-0120V0

D98-M01100-0150V0

D98-M01200-0150V0

D98-M01300-0150V0

D98-M01400-0150V0

D98-M01500-0200V0

D98-M01600-0200V0

D98-M01700-0200V0

D98-M01800-0200V0

D98-M01900-0200V0

D98-M02000-0250V0

D98-M02100-0250V0

D98-M02200-0250V0

D98-M02300-0250V0

D98-M02400-0250V0

D98-M02500-0250V0

D98-M02600-0250V0

D98-M02700-0250V0

D98-M02800-0250V0

D98-M02900-0250V0

D98-M03000-0340V0

D98-M03100-0340V0

D98-M03200-0340V0

D98-M03300-0340V0

D98-M03400-0340V0

D98-M03500-0340V0

D98-M03600-0340V0

D98-M03700-0340V0

D98-M03800-0430V0

D98-M03900-0430V0

D98-M04000-0430V0

D98-M04100-0430V0

D98-M04200-0430V0

D98-M04300-0430V0

D98-M04400-0430V0

D98-M04500-0430V0

D98-M04600-0430V0

D98-M04700-0430V0

Uncoated

D98LM01000-0120V0

D98LM01100-0150V0

D98LM01200-0150V0

D98LM01300-0150V0

D98LM01400-0150V0

D98LM01500-0200V0

D98LM01600-0200V0

D98LM01700-0200V0

D98LM01800-0200V0

D98LM01900-0200V0

D98LM02000-0250V0

D98LM02100-0250V0

D98LM02200-0250V0

D98LM02300-0250V0

D98LM02400-0250V0

D98LM02500-0250V0

D98LM02600-0250V0

D98LM02700-0250V0

D98LM02800-0250V0

D98LM02900-0250V0

D98LM03000-0340V0

D98LM03100-0340V0

D98LM03200-0340V0

D98LM03300-0340V0

D98LM03400-0340V0

D98LM03500-0340V0

D98LM03600-0340V0

D98LM03700-0340V0

D98LM03800-0430V0

D98LM03900-0430V0

D98LM04000-0430V0

D98LM04100-0430V0

D98LM04200-0430V0

D98LM04300-0430V0

D98LM04400-0430V0

D98LM04500-0430V0

D98LM04600-0430V0

D98LM04700-0430V0

Coated

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

12.00

15.00

15.00

15.00

15.00

20.00

20.00

20.00

20.00

20.00

25.00

25.00

25.00

25.00

25.00

25.00

25.00

25.00

25.00

25.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

34.00

43.00

43.00

43.00

43.00

43.00

43.00

43.00

43.00

43.00

43.00

Flute 
Length 

l

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

81.00

81.00

81.00

81.00

81.00

81.00

81.00

81.00

81.00

81.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

P

M

K

N

S

H

0140 030
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Technical Data: Page 55
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D98-M04800-0570V0

D98-M04900-0570V0

D98-M05000-0570V0

D98-M05100-0570V0

D98-M05200-0570V0

D98-M05300-0570V0

D98-M05400-0570V0

D98-M05500-0570V0

D98-M05600-0570V0

D98-M05700-0570V0

D98-M05800-0570V0

D98-M05900-0570V0

D98-M06000-0570V0

D98-M06100-0760V0

D98-M06200-0760V0

D98-M06300-0760V0

D98-M06400-0760V0

D98-M06500-0760V0

D98-M06600-0760V0

D98-M06700-0760V0

D98-M06800-0760V0

D98-M06900-0760V0

D98-M07000-0760V0

D98-M07100-0760V0

D98-M07200-0760V0

D98-M07300-0760V0

D98-M07400-0760V0

D98-M07500-0760V0

D98-M07600-0760V0

D98-M07700-0760V0

D98-M07800-0760V0

D98-M07900-0760V0

D98-M08000-0760V0

D98-M08100-0950V0

D98-M08200-0950V0

D98-M08300-0950V0

D98-M08400-0950V0

D98-M08500-0950V0

D98-M08600-0950V0

D98-M08700-0950V0

D98-M08800-0950V0

D98-M08900-0950V0

D98-M09000-0950V0

D98-M09100-0950V0

D98-M09200-0950V0

D98-M09300-0950V0

D98-M09400-0950V0

D98-M09500-0950V0

D98-M09600-0950V0

D98-M09700-0950V0

D98-M09800-0950V0

Uncoated

D98LM04800-0570V0

D98LM04900-0570V0

D98LM05000-0570V0

D98LM05100-0570V0

D98LM05200-0570V0

D98LM05300-0570V0

D98LM05400-0570V0

D98LM05500-0570V0

D98LM05600-0570V0

D98LM05700-0570V0

D98LM05800-0570V0

D98LM05900-0570V0

D98LM06000-0570V0

D98LM06100-0760V0

D98LM06200-0760V0

D98LM06300-0760V0

D98LM06400-0760V0

D98LM06500-0760V0

D98LM06600-0760V0

D98LM06700-0760V0

D98LM06800-0760V0

D98LM06900-0760V0

D98LM07000-0760V0

D98LM07100-0760V0

D98LM07200-0760V0

D98LM07300-0760V0

D98LM07400-0760V0

D98LM07500-0760V0

D98LM07600-0760V0

D98LM07700-0760V0

D98LM07800-0760V0

D98LM07900-0760V0

D98LM08000-0760V0

D98LM08100-0950V0

D98LM08200-0950V0

D98LM08300-0950V0

D98LM08400-0950V0

D98LM08500-0950V0

D98LM08600-0950V0

D98LM08700-0950V0

D98LM08800-0950V0

D98LM08900-0950V0

D98LM09000-0950V0

D98LM09100-0950V0

D98LM09200-0950V0

D98LM09300-0950V0

D98LM09400-0950V0

D98LM09500-0950V0

D98LM09600-0950V0

D98LM09700-0950V0

D98LM09800-0950V0

Coated

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

57.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

Flute 
Length 

l

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
Continued...
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D98-M09900-0950V0

D98-M10000-0950V0

D98-M10100-1140V0

D98-M10200-1140V0

D98-M10300-1140V0

D98-M10400-1140V0

D98-M10500-1140V0

D98-M10600-1140V0

D98-M10700-1140V0

D98-M10800-1140V0

D98-M10900-1140V0

D98-M11000-1140V0

D98-M11100-1140V0

D98-M11200-1140V0

D98-M11300-1140V0

D98-M11400-1140V0

D98-M11500-1140V0

D98-M11600-1140V0

D98-M11700-1140V0

D98-M11800-1140V0

D98-M11900-1140V0

D98-M12000-1140V0

D98-M12500-1330V0

D98-M13000-1330V0

D98-M13500-1330V0

D98-M14000-1330V0

Uncoated

D98LM09900-0950V0

D98LM10000-0950V0

D98LM10100-1140V0

D98LM10200-1140V0

D98LM10300-1140V0

D98LM10400-1140V0

D98LM10500-1140V0

D98LM10600-1140V0

D98LM10700-1140V0

D98LM10800-1140V0

D98LM10900-1140V0

D98LM11000-1140V0

D98LM11100-1140V0

D98LM11200-1140V0

D98LM11300-1140V0

D98LM11400-1140V0

D98LM11500-1140V0

D98LM11600-1140V0

D98LM11700-1140V0

D98LM11800-1140V0

D98LM11900-1140V0

D98LM12000-1140V0

D98LM12500-1330V0

D98LM13000-1330V0

D98LM13500-1330V0

D98LM14000-1330V0

Coated

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

*

*

*

*

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.50

13.00

13.50

14.00

Diameter
Ød

95.00

95.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

114.00

133.00

133.00

133.00

133.00

Flute 
Length 

l

142.00

142.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

162.00

178.00

178.00

178.00

178.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
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P

M

K

N

S

H

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D22-M01000-0075V0

D22-M01100-0078V0

D22-M01200-0081V0

D22-M01300-0084V0

D22-M01400-0087V0

D22-M01500-0090V0

D22-M01600-0093V0

D22-M01700-0096V0

D22-M01800-0099V0

D22-M01900-0102V0

D22-M02000-0105V0

D22-M02100-0108V0

D22-M02200-0111V0

D22-M02300-0114V0

D22-M02400-0117V0

D22-M02500-0120V0

D22-M02600-0123V0

D22-M02700-0126V0

D22-M02800-0129V0

D22-M02900-0132V0

D22-M03000-0140V0

D22-M03100-0143V0

D22-M03200-0146V0

D22-M03300-0149V0

D22-M03400-0152V0

D22-M03500-0155V0

D22-M03600-0158V0

D22-M03700-0161V0

D22-M03800-0164V0

D22-M03900-0167V0

D22-M04000-0180V0

D22-M04100-0183V0

D22-M04200-0186V0

D22-M04300-0189V0

D22-M04400-0192V0

D22-M04500-0195V0

D22-M04600-0198V0

D22-M04700-0201V0

Uncoated

D22NM01000-0075V0

D22NM01100-0078V0

D22NM01200-0081V0

D22NM01300-0084V0

D22NM01400-0087V0

D22NM01500-0090V0

D22NM01600-0093V0

D22NM01700-0096V0

D22NM01800-0099V0

D22NM01900-0102V0

D22NM02000-0105V0

D22NM02100-0108V0

D22NM02200-0111V0

D22NM02300-0114V0

D22NM02400-0117V0

D22NM02500-0120V0

D22NM02600-0123V0

D22NM02700-0126V0

D22NM02800-0129V0

D22NM02900-0132V0

D22NM03000-0140V0

D22NM03100-0143V0

D22NM03200-0146V0

D22NM03300-0149V0

D22NM03400-0152V0

D22NM03500-0155V0

D22NM03600-0158V0

D22NM03700-0161V0

D22NM03800-0164V0

D22NM03900-0167V0

D22NM04000-0180V0

D22NM04100-0183V0

D22NM04200-0186V0

D22NM04300-0189V0

D22NM04400-0192V0

D22NM04500-0195V0

D22NM04600-0198V0

D22NM04700-0201V0

AlCrN
Coating

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

7.50

7.80

8.10

8.40

8.70

9.00

9.30

9.60

9.90

10.20

10.50

10.80

11.10

11.40

11.70

12.00

12.30

12.60

12.90

13.20

14.00

14.30

14.60

14.90

15.20

15.50

15.80

16.10

16.40

16.70

18.00

18.30

18.60

18.90

19.20

19.50

19.80

20.10

Flute 
Length 

l

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Te
c
h
n
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a
l D

a
ta

Ø
d

l

L

Ø
D

DIN
6537
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3XD

D22-M04800-0204V0

D22-M04900-0207V0

D22-M05000-0210V0

D22-M05100-0213V0

D22-M05200-0216V0

D22-M05300-0219V0

D22-M05400-0222V0

D22-M05500-0225V0

D22-M05600-0228V0

D22-M05700-0231V0

D22-M05800-0234V0

D22-M05900-0237V0

D22-M06000-0250V0

D22-M06100-0253V0

D22-M06200-0256V0

D22-M06300-0259V0

D22-M06400-0262V0

D22-M06500-0265V0

D22-M06600-0268V0

D22-M06700-0271V0

D22-M06800-0274V0

D22-M06900-0277V0

D22-M07000-0280V0

D22-M07100-0283V0

D22-M07200-0286V0

D22-M07300-0289V0

D22-M07400-0292V0

D22-M07500-0295V0

D22-M07600-0298V0

D22-M07700-0301V0

D22-M07800-0304V0

D22-M07900-0307V0

D22-M08000-0320V0

D22-M08100-0323V0

D22-M08200-0326V0

D22-M08300-0329V0

D22-M08400-0332V0

D22-M08500-0335V0

D22-M08600-0338V0

D22-M08700-0341V0

D22-M08800-0344V0

D22-M08900-0347V0

D22-M09000-0350V0

D22-M09100-0353V0

D22-M09200-0356V0

D22-M09300-0359V0

D22-M09400-0362V0

D22-M09500-0365V0

D22-M09600-0368V0

D22-M09700-0371V0

D22-M09800-0374V0

Uncoated

D22NM04800-0204V0

D22NM04900-0207V0

D22NM05000-0210V0

D22NM05100-0213V0

D22NM05200-0216V0

D22NM05300-0219V0

D22NM05400-0222V0

D22NM05500-0225V0

D22NM05600-0228V0

D22NM05700-0231V0

D22NM05800-0234V0

D22NM05900-0237V0

D22NM06000-0250V0

D22NM06100-0253V0

D22NM06200-0256V0

D22NM06300-0259V0

D22NM06400-0262V0

D22NM06500-0265V0

D22NM06600-0268V0

D22NM06700-0271V0

D22NM06800-0274V0

D22NM06900-0277V0

D22NM07000-0280V0

D22NM07100-0283V0

D22NM07200-0286V0

D22NM07300-0289V0

D22NM07400-0292V0

D22NM07500-0295V0

D22NM07600-0298V0

D22NM07700-0301V0

D22NM07800-0304V0

D22NM07900-0307V0

D22NM08000-0320V0

D22NM08100-0323V0

D22NM08200-0326V0

D22NM08300-0329V0

D22NM08400-0332V0

D22NM08500-0335V0

D22NM08600-0338V0

D22NM08700-0341V0

D22NM08800-0344V0

D22NM08900-0347V0

D22NM09000-0350V0

D22NM09100-0353V0

D22NM09200-0356V0

D22NM09300-0359V0

D22NM09400-0362V0

D22NM09500-0365V0

D22NM09600-0368V0

D22NM09700-0371V0

D22NM09800-0374V0

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

20.40

20.70

21.00

21.30

21.60

21.90

22.20

22.50

22.80

23.10

23.40

23.70

25.00

25.30

25.60

25.90

26.20

26.50

26.80

27.10

27.40

27.70

28.00

28.30

28.60

28.90

29.20

29.50

29.80

30.10

30.40

30.70

32.00

32.30

32.60

32.90

33.20

33.50

33.80

34.10

34.40

34.70

35.00

35.30

35.60

35.90

36.20

36.50

36.80

37.10

37.40

Flute 
Length 

l

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

66.00

66.00

66.00

66.00

66.00

66.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

75.00

75.00

75.00

75.00

75.00

75.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Continued...
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D22-M09900-0377V0

D22-M10000-0390V0

D22-M10100-0393V0

D22-M10200-0396V0

D22-M10300-0399V0

D22-M10400-0402V0

D22-M10500-0405V0

D22-M10600-0408V0

D22-M10700-0411V0

D22-M10800-0414V0

D22-M10900-0417V0

D22-M11000-0420V0

D22-M11100-0423V0

D22-M11200-0426V0

D22-M11300-0429V0

D22-M11400-0432V0

D22-M11500-0435V0

D22-M11600-0438V0

D22-M11700-0441V0

D22-M11800-0444V0

D22-M11900-0447V0

D22-M12000-0460V0

D22-M12100-0463V0

D22-M12200-0466V0

D22-M12300-0469V0

D22-M12400-0472V0

D22-M12500-0475V0

D22-M12600-0478V0

D22-M12700-0481V0

D22-M12800-0484V0

D22-M12900-0487V0

D22-M13000-0490V0

D22-M13100-0493V0

D22-M13200-0496V0

D22-M13300-0499V0

D22-M13400-0502V0

D22-M13500-0505V0

D22-M13600-0508V0

D22-M13700-0511V0

D22-M13800-0514V0

D22-M13900-0517V0

D22-M14000-0520V0

D22-M14100-0533V0

D22-M14200-0536V0

D22-M14300-0539V0

D22-M14400-0542V0

D22-M14500-0545V0

D22-M14600-0548V0

D22-M14700-0551V0

D22-M14800-0554V0

D22-M14900-0557V0

Uncoated

D22NM09900-0377V0

D22NM10000-0390V0

D22NM10100-0393V0

D22NM10200-0396V0

D22NM10300-0399V0

D22NM10400-0402V0

D22NM10500-0405V0

D22NM10600-0408V0

D22NM10700-0411V0

D22NM10800-0414V0

D22NM10900-0417V0

D22NM11000-0420V0

D22NM11100-0423V0

D22NM11200-0426V0

D22NM11300-0429V0

D22NM11400-0432V0

D22NM11500-0435V0

D22NM11600-0438V0

D22NM11700-0441V0

D22NM11800-0444V0

D22NM11900-0447V0

D22NM12000-0460V0

D22NM12100-0463V0

D22NM12200-0466V0

D22NM12300-0469V0

D22NM12400-0472V0

D22NM12500-0475V0

D22NM12600-0478V0

D22NM12700-0481V0

D22NM12800-0484V0

D22NM12900-0487V0

D22NM13000-0490V0

D22NM13100-0493V0

D22NM13200-0496V0

D22NM13300-0499V0

D22NM13400-0502V0

D22NM13500-0505V0

D22NM13600-0508V0

D22NM13700-0511V0

D22NM13800-0514V0

D22NM13900-0517V0

D22NM14000-0520V0

D22NM14100-0533V0

D22NM14200-0536V0

D22NM14300-0539V0

D22NM14400-0542V0

D22NM14500-0545V0

D22NM14600-0548V0

D22NM14700-0551V0

D22NM14800-0554V0

D22NM14900-0557V0

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

**

**

**

*

**

**

*

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.10

12.20

12.30

12.40

12.50

12.60

12.70

12.80

12.90

13.00

13.10

13.20

13.30

13.40

13.50

13.60

13.70

13.80

13.90

14.00

14.10

14.20

14.30

14.40

14.50

14.60

14.70

14.80

14.90

Diameter
Ød

37.70

39.00

39.30

39.60

39.90

40.20

40.50

40.80

41.10

41.40

41.70

42.00

42.30

42.60

42.90

43.20

43.50

43.80

44.10

44.40

44.70

46.00

46.30

46.60

46.90

47.20

47.50

47.80

48.10

48.40

48.70

49.00

49.30

49.60

49.90

50.20

50.50

50.80

51.10

51.40

51.70

52.00

53.30

53.60

53.90

54.20

54.50

54.80

55.10

55.40

55.70

Flute 
Length 

l

80.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
Continued...
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3XD

D22-M15000-0560V0

D22-M15100-0563V0

D22-M15200-0566V0

D22-M15300-0569V0

D22-M15400-0572V0

D22-M15500-0575V0

D22-M15600-0578V0

D22-M15700-0581V0

D22-M15800-0584V0

D22-M15900-0587V0

D22-M16000-0600V0

D22-M16100-0603V0

D22-M16200-0606V0

D22-M16300-0609V0

D22-M16400-0612V0

D22-M16500-0615V0

D22-M16600-0618V0

D22-M16700-0621V0

D22-M16800-0624V0

D22-M16900-0627V0

D22-M17000-0630V0

D22-M17100-0633V0

D22-M17200-0636V0

D22-M17300-0639V0

D22-M17400-0642V0

D22-M17500-0645V0

D22-M17600-0648V0

D22-M17700-0651V0

D22-M17800-0654V0

D22-M17900-0657V0

D22-M18000-0670V0

D22-M18100-0673V0

D22-M18200-0676V0

D22-M18300-0679V0

D22-M18400-0682V0

D22-M18500-0685V0

D22-M18600-0688V0

D22-M18700-0691V0

D22-M18800-0694V0

D22-M18900-0697V0

D22-M19000-0700V0

D22-M19100-0703V0

D22-M19200-0706V0

D22-M19300-0709V0

D22-M19400-0712V0

D22-M19500-0715V0

D22-M19600-0718V0

D22-M19700-0721V0

D22-M19800-0724V0

D22-M19900-0727V0

D22-M20000-0730V0

Uncoated

D22NM15000-0560V0

D22NM15100-0563V0

D22NM15200-0566V0

D22NM15300-0569V0

D22NM15400-0572V0

D22NM15500-0575V0

D22NM15600-0578V0

D22NM15700-0581V0

D22NM15800-0584V0

D22NM15900-0587V0

D22NM16000-0600V0

D22NM16100-0603V0

D22NM16200-0606V0

D22NM16300-0609V0

D22NM16400-0612V0

D22NM16500-0615V0

D22NM16600-0618V0

D22NM16700-0621V0

D22NM16800-0624V0

D22NM16900-0627V0

D22NM17000-0630V0

D22NM17100-0633V0

D22NM17200-0636V0

D22NM17300-0639V0

D22NM17400-0642V0

D22NM17500-0645V0

D22NM17600-0648V0

D22NM17700-0651V0

D22NM17800-0654V0

D22NM17900-0657V0

D22NM18000-0670V0

D22NM18100-0673V0

D22NM18200-0676V0

D22NM18300-0679V0

D22NM18400-0682V0

D22NM18500-0685V0

D22NM18600-0688V0

D22NM18700-0691V0

D22NM18800-0694V0

D22NM18900-0697V0

D22NM19000-0700V0

D22NM19100-0703V0

D22NM19200-0706V0

D22NM19300-0709V0

D22NM19400-0712V0

D22NM19500-0715V0

D22NM19600-0718V0

D22NM19700-0721V0

D22NM19800-0724V0

D22NM19900-0727V0

D22NM20000-0730V0

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

**

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

Stock

15.00

15.10

15.20

15.30

15.40

15.50

15.60

15.70

15.80

15.90

16.00

16.10

16.20

16.30

16.40

16.50

16.60

16.70

16.80

16.90

17.00

17.10

17.20

17.30

17.40

17.50

17.60

17.70

17.80

17.90

18.00

18.10

18.20

18.30

18.40

18.50

18.60

18.70

18.80

18.90

19.00

19.10

19.20

19.30

19.40

19.50

19.60

19.70

19.80

19.90

20.00

Diameter
Ød

56.00

56.30

56.60

56.90

57.20

57.50

57.80

58.10

58.40

58.70

60.00

60.30

60.60

60.90

61.20

61.50

61.80

62.10

62.40

62.70

63.00

63.30

63.60

63.90

64.20

64.50

64.80

65.10

65.40

65.70

67.00

67.30

67.60

67.90

68.20

68.50

68.80

69.10

69.40

69.70

70.00

70.30

70.60

70.90

71.20

71.50

71.80

72.10

72.40

72.70

73.00

Flute 
Length 

l

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating
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K

N

S

H

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D25-M01000-0105V0

D25-M01100-0110V0

D25-M01200-0115V0

D25-M01300-0120V0

D25-M01400-0125V0

D25-M01500-0130V0

D25-M01600-0135V0

D25-M01700-0140V0

D25-M01800-0145V0

D25-M01900-0150V0

D25-M02000-0155V0

D25-M02100-0160V0

D25-M02200-0165V0

D25-M02300-0170V0

D25-M02400-0175V0

D25-M02500-0180V0

D25-M02600-0185V0

D25-M02700-0190V0

D25-M02800-0195V0

D25-M02900-0200V0

D25-M03000-0210V0

D25-M03100-0215V0

D25-M03200-0220V0

D25-M03300-0225V0

D25-M03400-0230V0

D25-M03500-0235V0

D25-M03600-0240V0

D25-M03700-0245V0

D25-M03800-0250V0

D25-M03900-0255V0

D25-M04000-0270V0

D25-M04100-0275V0

D25-M04200-0280V0

D25-M04300-0285V0

D25-M04400-0290V0

D25-M04500-0295V0

D25-M04600-0300V0

D25-M04700-0305V0

Uncoated

D25NM01000-0105V0

D25NM01100-0110V0

D25NM01200-0115V0

D25NM01300-0120V0

D25NM01400-0125V0

D25NM01500-0130V0

D25NM01600-0135V0

D25NM01700-0140V0

D25NM01800-0145V0

D25NM01900-0150V0

D25NM02000-0155V0

D25NM02100-0160V0

D25NM02200-0165V0

D25NM02300-0170V0

D25NM02400-0175V0

D25NM02500-0180V0

D25NM02600-0185V0

D25NM02700-0190V0

D25NM02800-0195V0

D25NM02900-0200V0

D25NM03000-0210V0

D25NM03100-0215V0

D25NM03200-0220V0

D25NM03300-0225V0

D25NM03400-0230V0

D25NM03500-0235V0

D25NM03600-0240V0

D25NM03700-0245V0

D25NM03800-0250V0

D25NM03900-0255V0

D25NM04000-0270V0

D25NM04100-0275V0

D25NM04200-0280V0

D25NM04300-0285V0

D25NM04400-0290V0

D25NM04500-0295V0

D25NM04600-0300V0

D25NM04700-0305V0

AlCrN
Coating

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

10.50

11.00

11.50

12.00

12.50

13.00

13.50

14.00

14.50

15.00

15.50

16.00

16.50

17.00

17.50

18.00

18.50

19.00

19.50

20.00

21.00

21.50

22.00

22.50

23.00

23.50

24.00

24.50

25.00

25.50

27.00

27.50

28.00

28.50

29.00

29.50

30.00

30.50

Flute 
Length 

l

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Technical Data: Page 56
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5XD

D25-M04800-0310V0

D25-M04900-0315V0

D25-M05000-0320V0

D25-M05100-0325V0

D25-M05200-0330V0

D25-M05300-0335V0

D25-M05400-0340V0

D25-M05500-0345V0

D25-M05600-0350V0

D25-M05700-0355V0

D25-M05800-0360V0

D25-M05900-0365V0

D25-M06000-0380V0

D25-M06100-0385V0

D25-M06200-0390V0

D25-M06300-0395V0

D25-M06400-0400V0

D25-M06500-0405V0

D25-M06600-0410V0

D25-M06700-0415V0

D25-M06800-0420V0

D25-M06900-0425V0

D25-M07000-0430V0

D25-M07100-0435V0

D25-M07200-0440V0

D25-M07300-0445V0

D25-M07400-0450V0

D25-M07500-0455V0

D25-M07600-0460V0

D25-M07700-0465V0

D25-M07800-0470V0

D25-M07900-0475V0

D25-M08000-0490V0

D25-M08100-0495V0

D25-M08200-0500V0

D25-M08300-0505V0

D25-M08400-0510V0

D25-M08500-0515V0

D25-M08600-0520V0

D25-M08700-0525V0

D25-M08800-0530V0

D25-M08900-0535V0

D25-M09000-0540V0

D25-M09100-0545V0

D25-M09200-0550V0

D25-M09300-0555V0

D25-M09400-0560V0

D25-M09500-0565V0

D25-M09600-0570V0

D25-M09700-0575V0

D25-M09800-0580V0

Uncoated

D25NM04800-0310V0

D25NM04900-0315V0

D25NM05000-0320V0

D25NM05100-0325V0

D25NM05200-0330V0

D25NM05300-0335V0

D25NM05400-0340V0

D25NM05500-0345V0

D25NM05600-0350V0

D25NM05700-0355V0

D25NM05800-0360V0

D25NM05900-0365V0

D25NM06000-0380V0

D25NM06100-0385V0

D25NM06200-0390V0

D25NM06300-0395V0

D25NM06400-0400V0

D25NM06500-0405V0

D25NM06600-0410V0

D25NM06700-0415V0

D25NM06800-0420V0

D25NM06900-0425V0

D25NM07000-0430V0

D25NM07100-0435V0

D25NM07200-0440V0

D25NM07300-0445V0

D25NM07400-0450V0

D25NM07500-0455V0

D25NM07600-0460V0

D25NM07700-0465V0

D25NM07800-0470V0

D25NM07900-0475V0

D25NM08000-0490V0

D25NM08100-0495V0

D25NM08200-0500V0

D25NM08300-0505V0

D25NM08400-0510V0

D25NM08500-0515V0

D25NM08600-0520V0

D25NM08700-0525V0

D25NM08800-0530V0

D25NM08900-0535V0

D25NM09000-0540V0

D25NM09100-0545V0

D25NM09200-0550V0

D25NM09300-0555V0

D25NM09400-0560V0

D25NM09500-0565V0

D25NM09600-0570V0

D25NM09700-0575V0

D25NM09800-0580V0

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

31.00

31.50

32.00

32.50

33.00

33.50

34.00

34.50

35.00

35.50

36.00

36.50

38.00

38.50

39.00

39.50

40.00

40.50

41.00

41.50

42.00

42.50

43.00

43.50

44.00

44.50

45.00

45.50

46.00

46.50

47.00

47.50

49.00

49.50

50.00

50.50

51.00

51.50

52.00

52.50

53.00

53.50

54.00

54.50

55.00

55.50

56.00

56.50

57.00

57.50

58.00

Flute 
Length 

l

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

Continued...

AlCrN
Coating
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D25-M09900-0585V0

D25-M10000-0600V0

D25-M10100-0605V0

D25-M10200-0610V0

D25-M10300-0615V0

D25-M10380-0620V0

D25-M10500-0625V0

D25-M10600-0630V0

D25-M10700-0635V0

D25-M10800-0640V0

D25-M10900-0645V0

D25-M11000-0650V0

D25-M11100-0655V0

D25-M11200-0660V0

D25-M11300-0665V0

D25-M11400-0670V0

D25-M11500-0675V0

D25-M11600-0680V0

D25-M11700-0685V0

D25-M11800-0690V0

D25-M11900-0695V0

D25-M12000-0710V0

D25-M12100-0715V0

D25-M12200-0720V0

D25-M12300-0725V0

D25-M12400-0730V0

D25-M12500-0735V0

D25-M12600-0740V0

D25-M12700-0745V0

D25-M12800-0750V0

D25-M12900-0755V0

D25-M13000-0760V0

D25-M13100-0765V0

D25-M13200-0770V0

D25-M13300-0775V0

D25-M13400-0780V0

D25-M13500-0785V0

D25-M13600-0790V0

D25-M13700-0795V0

D25-M13800-0800V0

D25-M13900-0805V0

D25-M14000-0810V0

D25-M14100-0825V0

D25-M14200-0830V0

D25-M14300-0835V0

D25-M14400-0840V0

D25-M14500-0845V0

D25-M14600-0850V0

D25-M14700-0855V0

D25-M14800-0860V0

D25-M14900-0865V0

Uncoated

D25NM09900-0585V0

D25NM10000-0600V0

D25NM10100-0605V0

D25NM10200-0610V0

D25NM10300-0615V0

D25NM10380-0620V0

D25NM10500-0625V0

D25NM10600-0630V0

D25NM10700-0635V0

D25NM10800-0640V0

D25NM10900-0645V0

D25NM11000-0650V0

D25NM11100-0655V0

D25NM11200-0660V0

D25NM11300-0665V0

D25NM11400-0670V0

D25NM11500-0675V0

D25NM11600-0680V0

D25NM11700-0685V0

D25NM11800-0690V0

D25NM11900-0695V0

D25NM12000-0710V0

D25NM12100-0715V0

D25NM12200-0720V0

D25NM12300-0725V0

D25NM12400-0730V0

D25NM12500-0735V0

D25NM12600-0740V0

D25NM12700-0745V0

D25NM12800-0750V0

D25NM12900-0755V0

D25NM13000-0760V0

D25NM13100-0765V0

D25NM13200-0770V0

D25NM13300-0775V0

D25NM13400-0780V0

D25NM13500-0785V0

D25NM13600-0790V0

D25NM13700-0795V0

D25NM13800-0800V0

D25NM13900-0805V0

D25NM14000-0810V0

D25NM14100-0825V0

D25NM14200-0830V0

D25NM14300-0835V0

D25NM14400-0840V0

D25NM14500-0845V0

D25NM14600-0850V0

D25NM14700-0855V0

D25NM14800-0860V0

D25NM14900-0865V0

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

**

**

**

*

**

**

*

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.10

12.20

12.30

12.40

12.50

12.60

12.70

12.80

12.90

13.00

13.10

13.20

13.30

13.40

13.50

13.60

13.70

13.80

13.90

14.00

14.10

14.20

14.30

14.40

14.50

14.60

14.70

14.80

14.90

Diameter
Ød

58.50

60.00

60.50

61.00

61.50

62.00

62.50

63.00

63.50

64.00

64.50

65.00

65.50

66.00

66.50

67.00

67.50

68.00

68.50

69.00

69.50

71.00

71.50

72.00

72.50

73.00

73.50

74.00

74.50

75.00

75.50

76.00

76.50

77.00

77.50

78.00

78.50

79.00

79.50

80.00

80.50

81.00

82.50

83.00

83.50

84.00

84.50

85.00

85.50

86.00

86.50

Flute 
Length 

l

100.00

110.00

110.00

110.00

110.00

110.00

110.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
Continued...
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5XD

D25-M15000-0870V0

D25-M15100-0875V0

D25-M15200-0880V0

D25-M15300-0885V0

D25-M15400-0890V0

D25-M15500-0895V0

D25-M15600-0900V0

D25-M15700-0905V0

D25-M15800-0910V0

D25-M15900-0915V0

D25-M16000-0930V0

D25-M16100-0935V0

D25-M16200-0940V0

D25-M16300-0945V0

D25-M16400-0950V0

D25-M16500-0955V0

D25-M16600-0960V0

D25-M16700-0965V0

D25-M16800-0970V0

D25-M16900-0975V0

D25-M17000-0980V0

D25-M17100-0985V0

D25-M17200-0990V0

D25-M17300-0995V0

D25-M17400-1000V0

D25-M17500-1005V0

D25-M17600-1010V0

D25-M17700-1015V0

D25-M17800-1020V0

D25-M17900-1025V0

D25-M18000-1040V0

D25-M18100-1045V0

D25-M18200-1050V0

D25-M18300-1055V0

D25-M18400-1060V0

D25-M18500-1065V0

D25-M18600-1070V0

D25-M18700-1075V0

D25-M18800-1080V0

D25-M18900-1085V0

D25-M19000-1090V0

D25-M19100-1095V0

D25-M19200-1100V0

D25-M19300-1105V0

D25-M19400-1110V0

D25-M19500-1115V0

D25-M19600-1120V0

D25-M19700-1125V0

D25-M19800-1130V0

D25-M19900-1135V0

D25-M20000-1140V0

Uncoated

D25NM15000-0870V0

D25NM15100-0875V0

D25NM15200-0880V0

D25NM15300-0885V0

D25NM15400-0890V0

D25NM15500-0895V0

D25NM15600-0900V0

D25NM15700-0905V0

D25NM15800-0910V0

D25NM15900-0915V0

D25NM16000-0930V0

D25NM16100-0935V0

D25NM16200-0940V0

D25NM16300-0945V0

D25NM16400-0950V0

D25NM16500-0955V0

D25NM16600-0960V0

D25NM16700-0965V0

D25NM16800-0970V0

D25NM16900-0975V0

D25NM17000-0980V0

D25NM17100-0985V0

D25NM17200-0990V0

D25NM17300-0995V0

D25NM17400-1000V0

D25NM17500-1005V0

D25NM17600-1010V0

D25NM17700-1015V0

D25NM17800-1020V0

D25NM17900-1025V0

D25NM18000-1040V0

D25NM18100-1045V0

D25NM18200-1050V0

D25NM18300-1055V0

D25NM18400-1060V0

D25NM18500-1065V0

D25NM18600-1070V0

D25NM18700-1075V0

D25NM18800-1080V0

D25NM18900-1085V0

D25NM19000-1090V0

D25NM19100-1095V0

D25NM19200-1100V0

D25NM19300-1105V0

D25NM19400-1110V0

D25NM19500-1115V0

D25NM19600-1120V0

D25NM19700-1125V0

D25NM19800-1130V0

D25NM19900-1135V0

D25NM20000-1140V0

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

**

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

Stock

15.00

15.10

15.20

15.30

15.40

15.50

15.60

15.70

15.80

15.90

16.00

16.10

16.20

16.30

16.40

16.50

16.60

16.70

16.80

16.90

17.00

17.10

17.20

17.30

17.40

17.50

17.60

17.70

17.80

17.90

18.00

18.10

18.20

18.30

18.40

18.50

18.60

18.70

18.80

18.90

19.00

19.10

19.20

19.30

19.40

19.50

19.60

19.70

19.80

19.90

20.00

Diameter
Ød

87.00

87.50

88.00

88.50

89.00

89.50

90.00

90.50

91.00

91.50

93.00

93.50

94.00

94.50

95.00

95.50

96.00

96.50

97.00

97.50

98.00

98.50

99.00

99.50

100.00

100.50

101.00

101.50

102.00

102.50

104.00

104.50

105.00

105.50

106.00

106.50

107.00

107.50

108.00

108.50

109.00

109.50

110.00

110.50

111.00

111.50

112.00

112.50

113.00

113.50

114.00

Flute 
Length 

l

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

165.00

165.00

165.00

165.00

165.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating
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K

N

S

H

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D92-M01000-0075V0

D92-M01100-0078V0

D92-M01200-0081V0

D92-M01300-0084V0

D92-M01400-0087V0

D92-M01500-0090V0

D92-M01600-0093V0

D92-M01700-0096V0

D92-M01800-0099V0

D92-M01900-0102V0

D92-M02000-0105V0

D92-M02100-0108V0

D92-M02200-0111V0

D92-M02300-0114V0

D92-M02400-0117V0

D92-M02500-0120V0

D92-M02600-0123V0

D92-M02700-0126V0

D92-M02800-0129V0

D92-M02900-0132V0

D92-M03000-0140V0

D92-M03100-0143V0

D92-M03200-0146V0

D92-M03300-0149V0

D92-M03400-0152V0

D92-M03500-0155V0

D92-M03600-0158V0

D92-M03700-0161V0

D92-M03800-0164V0

D92-M03900-0167V0

D92-M04000-0180V0

D92-M04100-0183V0

D92-M04200-0186V0

D92-M04300-0189V0

D92-M04400-0192V0

D92-M04500-0195V0

D92-M04600-0198V0

D92-M04700-0201V0

Uncoated

D92NM01000-0075V0

D92NM01100-0078V0

D92NM01200-0081V0

D92NM01300-0084V0

D92NM01400-0087V0

D92NM01500-0090V0

D92NM01600-0093V0

D92NM01700-0096V0

D92NM01800-0099V0

D92NM01900-0102V0

D92NM02000-0105V0

D92NM02100-0108V0

D92NM02200-0111V0

D92NM02300-0114V0

D92NM02400-0117V0

D92NM02500-0120V0

D92NM02600-0123V0

D92NM02700-0126V0

D92NM02800-0129V0

D92NM02900-0132V0

D92NM03000-0140V0

D92NM03100-0143V0

D92NM03200-0146V0

D92NM03300-0149V0

D92NM03400-0152V0

D92NM03500-0155V0

D92NM03600-0158V0

D92NM03700-0161V0

D92NM03800-0164V0

D92NM03900-0167V0

D92NM04000-0180V0

D92NM04100-0183V0

D92NM04200-0186V0

D92NM04300-0189V0

D92NM04400-0192V0

D92NM04500-0195V0

D92NM04600-0198V0

D92NM04700-0201V0

AlCrN
Coating

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

7.50

7.80

8.10

8.40

8.70

9.00

9.30

9.60

9.90

10.20

10.50

10.80

11.10

11.40

11.70

12.00

12.30

12.60

12.90

13.20

14.00

14.30

14.60

14.90

15.20

15.50

15.80

16.10

16.40

16.70

18.00

18.30

18.60

18.90

19.20

19.50

19.80

20.10

Flute 
Length 

l

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Te
c
h
n
ic

a
l D

a
ta

Ø
d

l

L

Ø
D

DIN
6537
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D92-M04800-0204V0

D92-M04900-0207V0

D92-M05000-0210V0

D92-M05100-0213V0

D92-M05200-0216V0

D92-M05300-0219V0

D92-M05400-0222V0

D92-M05500-0225V0

D92-M05600-0228V0

D92-M05700-0231V0

D92-M05800-0234V0

D92-M05900-0237V0

D92-M06000-0250V0

D92-M06100-0253V0

D92-M06200-0256V0

D92-M06300-0259V0

D92-M06400-0262V0

D92-M06500-0265V0

D92-M06600-0268V0

D92-M06700-0271V0

D92-M06800-0274V0

D92-M06900-0277V0

D92-M07000-0280V0

D92-M07100-0283V0

D92-M07200-0286V0

D92-M07300-0289V0

D92-M07400-0292V0

D92-M07500-0295V0

D92-M07600-0298V0

D92-M07700-0301V0

D92-M07800-0304V0

D92-M07900-0307V0

D92-M08000-0320V0

D92-M08100-0323V0

D92-M08200-0326V0

D92-M08300-0329V0

D92-M08400-0332V0

D92-M08500-0335V0

D92-M08600-0338V0

D92-M08700-0341V0

D92-M08800-0344V0

D92-M08900-0347V0

D92-M09000-0350V0

D92-M09100-0353V0

D92-M09200-0356V0

D92-M09300-0359V0

D92-M09400-0362V0

D92-M09500-0365V0

D92-M09600-0368V0

D92-M09700-0371V0

D92-M09800-0374V0

Uncoated

D92NM04800-0204V0

D92NM04900-0207V0

D92NM05000-0210V0

D92NM05100-0213V0

D92NM05200-0216V0

D92NM05300-0219V0

D92NM05400-0222V0

D92NM05500-0225V0

D92NM05600-0228V0

D92NM05700-0231V0

D92NM05800-0234V0

D92NM05900-0237V0

D92NM06000-0250V0

D92NM06100-0253V0

D92NM06200-0256V0

D92NM06300-0259V0

D92NM06400-0262V0

D92NM06500-0265V0

D92NM06600-0268V0

D92NM06700-0271V0

D92NM06800-0274V0

D92NM06900-0277V0

D92NM07000-0280V0

D92NM07100-0283V0

D92NM07200-0286V0

D92NM07300-0289V0

D92NM07400-0292V0

D92NM07500-0295V0

D92NM07600-0298V0

D92NM07700-0301V0

D92NM07800-0304V0

D92NM07900-0307V0

D92NM08000-0320V0

D92NM08100-0323V0

D92NM08200-0326V0

D92NM08300-0329V0

D92NM08400-0332V0

D92NM08500-0335V0

D92NM08600-0338V0

D92NM08700-0341V0

D92NM08800-0344V0

D92NM08900-0347V0

D92NM09000-0350V0

D92NM09100-0353V0

D92NM09200-0356V0

D92NM09300-0359V0

D92NM09400-0362V0

D92NM09500-0365V0

D92NM09600-0368V0

D92NM09700-0371V0

D92NM09800-0374V0

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

20.40

20.70

21.00

21.30

21.60

21.90

22.20

22.50

22.80

23.10

23.40

23.70

25.00

25.30

25.60

25.90

26.20

26.50

26.80

27.10

27.40

27.70

28.00

28.30

28.60

28.90

29.20

29.50

29.80

30.10

30.40

30.70

32.00

32.30

32.60

32.90

33.20

33.50

33.80

34.10

34.40

34.70

35.00

35.30

35.60

35.90

36.20

36.50

36.80

37.10

37.40

Flute 
Length 

l

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

62.00

66.00

66.00

66.00

66.00

66.00

66.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

75.00

75.00

75.00

75.00

75.00

75.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

80.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating

Continued...
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D92-M09900-0377V0

D92-M10000-0390V0

D92-M10100-0393V0

D92-M10200-0396V0

D92-M10300-0399V0

D92-M10400-0402V0

D92-M10500-0405V0

D92-M10600-0408V0

D92-M10700-0411V0

D92-M10800-0414V0

D92-M10900-0417V0

D92-M11000-0420V0

D92-M11100-0423V0

D92-M11200-0426V0

D92-M11300-0429V0

D92-M11400-0432V0

D92-M11500-0435V0

D92-M11600-0438V0

D92-M11700-0441V0

D92-M11800-0444V0

D92-M11900-0447V0

D92-M12000-0460V0

D92-M12100-0463V0

D92-M12200-0466V0

D92-M12300-0469V0

D92-M12400-0472V0

D92-M12500-0475V0

D92-M12600-0478V0

D92-M12700-0481V0

D92-M12800-0484V0

D92-M12900-0487V0

D92-M13000-0490V0

D92-M13100-0493V0

D92-M13200-0496V0

D92-M13300-0499V0

D92-M13400-0502V0

D92-M13500-0505V0

D92-M13600-0508V0

D92-M13700-0511V0

D92-M13800-0514V0

D92-M13900-0517V0

D92-M14000-0520V0

D92-M14100-0533V0

D92-M14200-0536V0

D92-M14300-0539V0

D92-M14400-0542V0

D92-M14500-0545V0

D92-M14600-0548V0

D92-M14700-0551V0

D92-M14800-0554V0

D92-M14900-0557V0

Uncoated

D92NM09900-0377V0

D92NM10000-0390V0

D92NM10100-0393V0

D92NM10200-0396V0

D92NM10300-0399V0

D92NM10400-0402V0

D92NM10500-0405V0

D92NM10600-0408V0

D92NM10700-0411V0

D92NM10800-0414V0

D92NM10900-0417V0

D92NM11000-0420V0

D92NM11100-0423V0

D92NM11200-0426V0

D92NM11300-0429V0

D92NM11400-0432V0

D92NM11500-0435V0

D92NM11600-0438V0

D92NM11700-0441V0

D92NM11800-0444V0

D92NM11900-0447V0

D92NM12000-0460V0

D92NM12100-0463V0

D92NM12200-0466V0

D92NM12300-0469V0

D92NM12400-0472V0

D92NM12500-0475V0

D92NM12600-0478V0

D92NM12700-0481V0

D92NM12800-0484V0

D92NM12900-0487V0

D92NM13000-0490V0

D92NM13100-0493V0

D92NM13200-0496V0

D92NM13300-0499V0

D92NM13400-0502V0

D92NM13500-0505V0

D92NM13600-0508V0

D92NM13700-0511V0

D92NM13800-0514V0

D92NM13900-0517V0

D92NM14000-0520V0

D92NM14100-0533V0

D92NM14200-0536V0

D92NM14300-0539V0

D92NM14400-0542V0

D92NM14500-0545V0

D92NM14600-0548V0

D92NM14700-0551V0

D92NM14800-0554V0

D92NM14900-0557V0

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

**

**

**

*

**

**

*

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.10

12.20

12.30

12.40

12.50

12.60

12.70

12.80

12.90

13.00

13.10

13.20

13.30

13.40

13.50

13.60

13.70

13.80

13.90

14.00

14.10

14.20

14.30

14.40

14.50

14.60

14.70

14.80

14.90

Diameter
Ød

37.70

39.00

39.30

39.60

39.90

40.20

40.50

40.80

41.10

41.40

41.70

42.00

42.30

42.60

42.90

43.20

43.50

43.80

44.10

44.40

44.70

46.00

46.30

46.60

46.90

47.20

47.50

47.80

48.10

48.40

48.70

49.00

49.30

49.60

49.90

50.20

50.50

50.80

51.10

51.40

51.70

52.00

53.30

53.60

53.90

54.20

54.50

54.80

55.10

55.40

55.70

Flute 
Length 

l

80.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

90.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
Continued...
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D92-M15000-0560V0

D92-M15100-0563V0

D92-M15200-0566V0

D92-M15300-0569V0

D92-M15400-0572V0

D92-M15500-0575V0

D92-M15600-0578V0

D92-M15700-0581V0

D92-M15800-0584V0

D92-M15900-0587V0

D92-M16000-0600V0

D92-M16100-0603V0

D92-M16200-0606V0

D92-M16300-0609V0

D92-M16400-0612V0

D92-M16500-0615V0

D92-M16600-0618V0

D92-M16700-0621V0

D92-M16800-0624V0

D92-M16900-0627V0

D92-M17000-0630V0

D92-M17100-0633V0

D92-M17200-0636V0

D92-M17300-0639V0

D92-M17400-0642V0

D92-M17500-0645V0

D92-M17600-0648V0

D92-M17700-0651V0

D92-M17800-0654V0

D92-M17900-0657V0

D92-M18000-0670V0

D92-M18100-0673V0

D92-M18200-0676V0

D92-M18300-0679V0

D92-M18400-0682V0

D92-M18500-0685V0

D92-M18600-0688V0

D92-M18700-0691V0

D92-M18800-0694V0

D92-M18900-0697V0

D92-M19000-0700V0

D92-M19100-0703V0

D92-M19200-0706V0

D92-M19300-0709V0

D92-M19400-0712V0

D92-M19500-0715V0

D92-M19600-0718V0

D92-M19700-0721V0

D92-M19800-0724V0

D92-M19900-0727V0

D92-M20000-0730V0

Uncoated

D92NM15000-0560V0

D92NM15100-0563V0

D92NM15200-0566V0

D92NM15300-0569V0

D92NM15400-0572V0

D92NM15500-0575V0

D92NM15600-0578V0

D92NM15700-0581V0

D92NM15800-0584V0

D92NM15900-0587V0

D92NM16000-0600V0

D92NM16100-0603V0

D92NM16200-0606V0

D92NM16300-0609V0

D92NM16400-0612V0

D92NM16500-0615V0

D92NM16600-0618V0

D92NM16700-0621V0

D92NM16800-0624V0

D92NM16900-0627V0

D92NM17000-0630V0

D92NM17100-0633V0

D92NM17200-0636V0

D92NM17300-0639V0

D92NM17400-0642V0

D92NM17500-0645V0

D92NM17600-0648V0

D92NM17700-0651V0

D92NM17800-0654V0

D92NM17900-0657V0

D92NM18000-0670V0

D92NM18100-0673V0

D92NM18200-0676V0

D92NM18300-0679V0

D92NM18400-0682V0

D92NM18500-0685V0

D92NM18600-0688V0

D92NM18700-0691V0

D92NM18800-0694V0

D92NM18900-0697V0

D92NM19000-0700V0

D92NM19100-0703V0

D92NM19200-0706V0

D92NM19300-0709V0

D92NM19400-0712V0

D92NM19500-0715V0

D92NM19600-0718V0

D92NM19700-0721V0

D92NM19800-0724V0

D92NM19900-0727V0

D92NM20000-0730V0

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

**

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

Stock

15.00

15.10

15.20

15.30

15.40

15.50

15.60

15.70

15.80

15.90

16.00

16.10

16.20

16.30

16.40

16.50

16.60

16.70

16.80

16.90

17.00

17.10

17.20

17.30

17.40

17.50

17.60

17.70

17.80

17.90

18.00

18.10

18.20

18.30

18.40

18.50

18.60

18.70

18.80

18.90

19.00

19.10

19.20

19.30

19.40

19.50

19.60

19.70

19.80

19.90

20.00

Diameter
Ød

56.00

56.30

56.60

56.90

57.20

57.50

57.80

58.10

58.40

58.70

60.00

60.30

60.60

60.90

61.20

61.50

61.80

62.10

62.40

62.70

63.00

63.30

63.60

63.90

64.20

64.50

64.80

65.10

65.40

65.70

67.00

67.30

67.60

67.90

68.20

68.50

68.80

69.10

69.40

69.70

70.00

70.30

70.60

70.90

71.20

71.50

71.80

72.10

72.40

72.70

73.00

Flute 
Length 

l

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

107.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

115.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating
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P

M

K

N

S

H

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D93-M01000-0105V0

D93-M01100-0110V0

D93-M01200-0115V0

D93-M01300-0120V0

D93-M01400-0125V0

D93-M01500-0130V0

D93-M01600-0135V0

D93-M01700-0140V0

D93-M01800-0145V0

D93-M01900-0150V0

D93-M02000-0155V0

D93-M02100-0160V0

D93-M02200-0165V0

D93-M02300-0170V0

D93-M02400-0175V0

D93-M02500-0180V0

D93-M02600-0185V0

D93-M02700-0190V0

D93-M02800-0195V0

D93-M02900-0200V0

D93-M03000-0210V0

D93-M03100-0215V0

D93-M03200-0220V0

D93-M03300-0225V0

D93-M03400-0230V0

D93-M03500-0235V0

D93-M03600-0240V0

D93-M03700-0245V0

D93-M03800-0250V0

D93-M03900-0255V0

D93-M04000-0270V0

D93-M04100-0275V0

D93-M04200-0280V0

D93-M04300-0285V0

D93-M04400-0290V0

D93-M04500-0295V0

D93-M04600-0300V0

D93-M04700-0305V0

Uncoated

D93NM01000-0105V0

D93NM01100-0110V0

D93NM01200-0115V0

D93NM01300-0120V0

D93NM01400-0125V0

D93NM01500-0130V0

D93NM01600-0135V0

D93NM01700-0140V0

D93NM01800-0145V0

D93NM01900-0150V0

D93NM02000-0155V0

D93NM02100-0160V0

D93NM02200-0165V0

D93NM02300-0170V0

D93NM02400-0175V0

D93NM02500-0180V0

D93NM02600-0185V0

D93NM02700-0190V0

D93NM02800-0195V0

D93NM02900-0200V0

D93NM03000-0210V0

D93NM03100-0215V0

D93NM03200-0220V0

D93NM03300-0225V0

D93NM03400-0230V0

D93NM03500-0235V0

D93NM03600-0240V0

D93NM03700-0245V0

D93NM03800-0250V0

D93NM03900-0255V0

D93NM04000-0270V0

D93NM04100-0275V0

D93NM04200-0280V0

D93NM04300-0285V0

D93NM04400-0290V0

D93NM04500-0295V0

D93NM04600-0300V0

D93NM04700-0305V0

AlCrN
Coating

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

10.50

11.00

11.50

12.00

12.50

13.00

13.50

14.00

14.50

15.00

15.50

16.00

16.50

17.00

17.50

18.00

18.50

19.00

19.50

20.00

21.00

21.50

22.00

22.50

23.00

23.50

24.00

24.50

25.00

25.50

27.00

27.50

28.00

28.50

29.00

29.50

30.00

30.50

Flute 
Length 

l

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

52.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Technical Data: Page 57

Te
c
h
n
ic

a
l D

a
ta

Ø
d

l

L

Ø
D

DIN
6537



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Solid Carbide Coolant Hole Drill 

for General Purpose - 5XD

D93

36 www.kemmer-praezision.com | info@kemmer-praezision.com

D93-M04800-0310V0

D93-M04900-0315V0

D93-M05000-0320V0

D93-M05100-0325V0

D93-M05200-0330V0

D93-M05300-0335V0

D93-M05400-0340V0

D93-M05500-0345V0

D93-M05600-0350V0

D93-M05700-0355V0

D93-M05800-0360V0

D93-M05900-0365V0

D93-M06000-0380V0

D93-M06100-0385V0

D93-M06200-0390V0

D93-M06300-0395V0

D93-M06400-0400V0

D93-M06500-0405V0

D93-M06600-0410V0

D93-M06700-0415V0

D93-M06800-0420V0

D93-M06900-0425V0

D93-M07000-0430V0

D93-M07100-0435V0

D93-M07200-0440V0

D93-M07300-0445V0

D93-M07400-0450V0

D93-M07500-0455V0

D93-M07600-0460V0

D93-M07700-0465V0

D93-M07800-0470V0

D93-M07900-0475V0

D93-M08000-0490V0

D93-M08100-0495V0

D93-M08200-0500V0

D93-M08300-0505V0

D93-M08400-0510V0

D93-M08500-0515V0

D93-M08600-0520V0

D93-M08700-0525V0

D93-M08800-0530V0

D93-M08900-0535V0

D93-M09000-0540V0

D93-M09100-0545V0

D93-M09200-0550V0

D93-M09300-0555V0

D93-M09400-0560V0

D93-M09500-0565V0

D93-M09600-0570V0

D93-M09700-0575V0

D93-M09800-0580V0

Uncoated

D93NM04800-0310V0

D93NM04900-0315V0

D93NM05000-0320V0

D93NM05100-0325V0

D93NM05200-0330V0

D93NM05300-0335V0

D93NM05400-0340V0

D93NM05500-0345V0

D93NM05600-0350V0

D93NM05700-0355V0

D93NM05800-0360V0

D93NM05900-0365V0

D93NM06000-0380V0

D93NM06100-0385V0

D93NM06200-0390V0

D93NM06300-0395V0

D93NM06400-0400V0

D93NM06500-0405V0

D93NM06600-0410V0

D93NM06700-0415V0

D93NM06800-0420V0

D93NM06900-0425V0

D93NM07000-0430V0

D93NM07100-0435V0

D93NM07200-0440V0

D93NM07300-0445V0

D93NM07400-0450V0

D93NM07500-0455V0

D93NM07600-0460V0

D93NM07700-0465V0

D93NM07800-0470V0

D93NM07900-0475V0

D93NM08000-0490V0

D93NM08100-0495V0

D93NM08200-0500V0

D93NM08300-0505V0

D93NM08400-0510V0

D93NM08500-0515V0

D93NM08600-0520V0

D93NM08700-0525V0

D93NM08800-0530V0

D93NM08900-0535V0

D93NM09000-0540V0

D93NM09100-0545V0

D93NM09200-0550V0

D93NM09300-0555V0

D93NM09400-0560V0

D93NM09500-0565V0

D93NM09600-0570V0

D93NM09700-0575V0

D93NM09800-0580V0

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

31.00

31.50

32.00

32.50

33.00

33.50

34.00

34.50

35.00

35.50

36.00

36.50

38.00

38.50

39.00

39.50

40.00

40.50

41.00

41.50

42.00

42.50

43.00

43.50

44.00

44.50

45.00

45.50

46.00

46.50

47.00

47.50

49.00

49.50

50.00

50.50

51.00

51.50

52.00

52.50

53.00

53.50

54.00

54.50

55.00

55.50

56.00

56.50

57.00

57.50

58.00

Flute 
Length 

l

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

72.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating

Continued...
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D93-M09900-0585V0

D93-M10000-0600V0

D93-M10100-0605V0

D93-M10200-0610V0

D93-M10300-0615V0

D93-M10380-0620V0

D93-M10500-0625V0

D93-M10600-0630V0

D93-M10700-0635V0

D93-M10800-0640V0

D93-M10900-0645V0

D93-M11000-0650V0

D93-M11100-0655V0

D93-M11200-0660V0

D93-M11300-0665V0

D93-M11400-0670V0

D93-M11500-0675V0

D93-M11600-0680V0

D93-M11700-0685V0

D93-M11800-0690V0

D93-M11900-0695V0

D93-M12000-0710V0

D93-M12100-0715V0

D93-M12200-0720V0

D93-M12300-0725V0

D93-M12400-0730V0

D93-M12500-0735V0

D93-M12600-0740V0

D93-M12700-0745V0

D93-M12800-0750V0

D93-M12900-0755V0

D93-M13000-0760V0

D93-M13100-0765V0

D93-M13200-0770V0

D93-M13300-0775V0

D93-M13400-0780V0

D93-M13500-0785V0

D93-M13600-0790V0

D93-M13700-0795V0

D93-M13800-0800V0

D93-M13900-0805V0

D93-M14000-0810V0

D93-M14100-0825V0

D93-M14200-0830V0

D93-M14300-0835V0

D93-M14400-0840V0

D93-M14500-0845V0

D93-M14600-0850V0

D93-M14700-0855V0

D93-M14800-0860V0

D93-M14900-0865V0

Uncoated

D93NM09900-0585V0

D93NM10000-0600V0

D93NM10100-0605V0

D93NM10200-0610V0

D93NM10300-0615V0

D93NM10380-0620V0

D93NM10500-0625V0

D93NM10600-0630V0

D93NM10700-0635V0

D93NM10800-0640V0

D93NM10900-0645V0

D93NM11000-0650V0

D93NM11100-0655V0

D93NM11200-0660V0

D93NM11300-0665V0

D93NM11400-0670V0

D93NM11500-0675V0

D93NM11600-0680V0

D93NM11700-0685V0

D93NM11800-0690V0

D93NM11900-0695V0

D93NM12000-0710V0

D93NM12100-0715V0

D93NM12200-0720V0

D93NM12300-0725V0

D93NM12400-0730V0

D93NM12500-0735V0

D93NM12600-0740V0

D93NM12700-0745V0

D93NM12800-0750V0

D93NM12900-0755V0

D93NM13000-0760V0

D93NM13100-0765V0

D93NM13200-0770V0

D93NM13300-0775V0

D93NM13400-0780V0

D93NM13500-0785V0

D93NM13600-0790V0

D93NM13700-0795V0

D93NM13800-0800V0

D93NM13900-0805V0

D93NM14000-0810V0

D93NM14100-0825V0

D93NM14200-0830V0

D93NM14300-0835V0

D93NM14400-0840V0

D93NM14500-0845V0

D93NM14600-0850V0

D93NM14700-0855V0

D93NM14800-0860V0

D93NM14900-0865V0

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

**

**

**

*

**

**

*

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.10

12.20

12.30

12.40

12.50

12.60

12.70

12.80

12.90

13.00

13.10

13.20

13.30

13.40

13.50

13.60

13.70

13.80

13.90

14.00

14.10

14.20

14.30

14.40

14.50

14.60

14.70

14.80

14.90

Diameter
Ød

58.50

60.00

60.50

61.00

61.50

62.00

62.50

63.00

63.50

64.00

64.50

65.00

65.50

66.00

66.50

67.00

67.50

68.00

68.50

69.00

69.50

71.00

71.50

72.00

72.50

73.00

73.50

74.00

74.50

75.00

75.50

76.00

76.50

77.00

77.50

78.00

78.50

79.00

79.50

80.00

80.50

81.00

82.50

83.00

83.50

84.00

84.50

85.00

85.50

86.00

86.50

Flute 
Length 

l

100.00

110.00

110.00

110.00

110.00

110.00

110.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
Continued...
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D93-M15000-0870V0

D93-M15100-0875V0

D93-M15200-0880V0

D93-M15300-0885V0

D93-M15400-0890V0

D93-M15500-0895V0

D93-M15600-0900V0

D93-M15700-0905V0

D93-M15800-0910V0

D93-M15900-0915V0

D93-M16000-0930V0

D93-M16100-0935V0

D93-M16200-0940V0

D93-M16300-0945V0

D93-M16400-0950V0

D93-M16500-0955V0

D93-M16600-0960V0

D93-M16700-0965V0

D93-M16800-0970V0

D93-M16900-0975V0

D93-M17000-0980V0

D93-M17100-0985V0

D93-M17200-0990V0

D93-M17300-0995V0

D93-M17400-1000V0

D93-M17500-1005V0

D93-M17600-1010V0

D93-M17700-1015V0

D93-M17800-1020V0

D93-M17900-1025V0

D93-M18000-1040V0

D93-M18100-1045V0

D93-M18200-1050V0

D93-M18300-1055V0

D93-M18400-1060V0

D93-M18500-1065V0

D93-M18600-1070V0

D93-M18700-1075V0

D93-M18800-1080V0

D93-M18900-1085V0

D93-M19000-1090V0

D93-M19100-1095V0

D93-M19200-1100V0

D93-M19300-1105V0

D93-M19400-1110V0

D93-M19500-1115V0

D93-M19600-1120V0

D93-M19700-1125V0

D93-M19800-1130V0

D93-M19900-1135V0

D93-M20000-1140V0

Uncoated

D93NM15000-0870V0

D93NM15100-0875V0

D93NM15200-0880V0

D93NM15300-0885V0

D93NM15400-0890V0

D93NM15500-0895V0

D93NM15600-0900V0

D93NM15700-0905V0

D93NM15800-0910V0

D93NM15900-0915V0

D93NM16000-0930V0

D93NM16100-0935V0

D93NM16200-0940V0

D93NM16300-0945V0

D93NM16400-0950V0

D93NM16500-0955V0

D93NM16600-0960V0

D93NM16700-0965V0

D93NM16800-0970V0

D93NM16900-0975V0

D93NM17000-0980V0

D93NM17100-0985V0

D93NM17200-0990V0

D93NM17300-0995V0

D93NM17400-1000V0

D93NM17500-1005V0

D93NM17600-1010V0

D93NM17700-1015V0

D93NM17800-1020V0

D93NM17900-1025V0

D93NM18000-1040V0

D93NM18100-1045V0

D93NM18200-1050V0

D93NM18300-1055V0

D93NM18400-1060V0

D93NM18500-1065V0

D93NM18600-1070V0

D93NM18700-1075V0

D93NM18800-1080V0

D93NM18900-1085V0

D93NM19000-1090V0

D93NM19100-1095V0

D93NM19200-1100V0

D93NM19300-1105V0

D93NM19400-1110V0

D93NM19500-1115V0

D93NM19600-1120V0

D93NM19700-1125V0

D93NM19800-1130V0

D93NM19900-1135V0

D93NM20000-1140V0

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

**

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

**

**

**

**

*

**

**

**

**

**

Stock

15.00

15.10

15.20

15.30

15.40

15.50

15.60

15.70

15.80

15.90

16.00

16.10

16.20

16.30

16.40

16.50

16.60

16.70

16.80

16.90

17.00

17.10

17.20

17.30

17.40

17.50

17.60

17.70

17.80

17.90

18.00

18.10

18.20

18.30

18.40

18.50

18.60

18.70

18.80

18.90

19.00

19.10

19.20

19.30

19.40

19.50

19.60

19.70

19.80

19.90

20.00

Diameter
Ød

87.00

87.50

88.00

88.50

89.00

89.50

90.00

90.50

91.00

91.50

93.00

93.50

94.00

94.50

95.00

95.50

96.00

96.50

97.00

97.50

98.00

98.50

99.00

99.50

100.00

100.50

101.00

101.50

102.00

102.50

104.00

104.50

105.00

105.50

106.00

106.50

107.00

107.50

108.00

108.50

109.00

109.50

110.00

110.50

111.00

111.50

112.00

112.50

113.00

113.50

114.00

Flute 
Length 

l

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

160.00

165.00

165.00

165.00

165.00

165.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating
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P

M

K

N

S

H

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D95-M01000-0125V0

D95-M01100-0132V0

D95-M01200-0139V0

D95-M01300-0146V0

D95-M01400-0153V0

D95-M01500-0160V0

D95-M01600-0167V0

D95-M01700-0174V0

D95-M01800-0181V0

D95-M01900-0188V0

D95-M02000-0195V0

D95-M02100-0202V0

D95-M02200-0209V0

D95-M02300-0216V0

D95-M02400-0223V0

D95-M02500-0230V0

D95-M02600-0237V0

D95-M02700-0244V0

D95-M02800-0251V0

D95-M02900-0258V0

D95-M03000-0270V0

D95-M03100-0277V0

D95-M03200-0284V0

D95-M03300-0291V0

D95-M03400-0298V0

D95-M03500-0305V0

D95-M03600-0312V0

D95-M03700-0319V0

D95-M03800-0326V0

D95-M03900-0333V0

D95-M04000-0350V0

D95-M04100-0357V0

D95-M04200-0364V0

D95-M04300-0371V0

D95-M04400-0378V0

D95-M04500-0385V0

D95-M04600-0392V0

D95-M04700-0399V0

Uncoated

D95NM01000-0125V0

D95NM01100-0132V0

D95NM01200-0139V0

D95NM01300-0146V0

D95NM01400-0153V0

D95NM01500-0160V0

D95NM01600-0167V0

D95NM01700-0174V0

D95NM01800-0181V0

D95NM01900-0188V0

D95NM02000-0195V0

D95NM02100-0202V0

D95NM02200-0209V0

D95NM02300-0216V0

D95NM02400-0223V0

D95NM02500-0230V0

D95NM02600-0237V0

D95NM02700-0244V0

D95NM02800-0251V0

D95NM02900-0258V0

D95NM03000-0270V0

D95NM03100-0277V0

D95NM03200-0284V0

D95NM03300-0291V0

D95NM03400-0298V0

D95NM03500-0305V0

D95NM03600-0312V0

D95NM03700-0319V0

D95NM03800-0326V0

D95NM03900-0333V0

D95NM04000-0350V0

D95NM04100-0357V0

D95NM04200-0364V0

D95NM04300-0371V0

D95NM04400-0378V0

D95NM04500-0385V0

D95NM04600-0392V0

D95NM04700-0399V0

AlCrN
Coating

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

*

**

*

**

*

Stock

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

4.30

4.40

4.50

4.60

4.70

Diameter
Ød

12.50

13.20

13.90

14.60

15.30

16.00

16.70

17.40

18.10

18.80

19.50

20.20

20.90

21.60

22.30

23.00

23.70

24.40

25.10

25.80

27.00

27.70

28.40

29.10

29.80

30.50

31.20

31.90

32.60

33.30

35.00

35.70

36.40

37.10

37.80

38.50

39.20

39.90

Flute 
Length 

l

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

54.00

60.00

60.00

60.00

60.00

60.00

60.00

60.00

60.00

60.00

60.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

4.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

Shank 
Diameter

ØD

0
140 0

30
Cut Dia

m7
Shank Dia

h6

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Technical Data: Page 57
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D95-M04800-0406V0

D95-M04900-0413V0

D95-M05000-0420V0

D95-M05100-0427V0

D95-M05200-0434V0

D95-M05300-0441V0

D95-M05400-0448V0

D95-M05500-0455V0

D95-M05600-0462V0

D95-M05700-0469V0

D95-M05800-0476V0

D95-M05900-0483V0

D95-M06000-0500V0

D95-M06100-0507V0

D95-M06200-0514V0

D95-M06300-0521V0

D95-M06400-0528V0

D95-M06500-0535V0

D95-M06600-0542V0

D95-M06700-0549V0

D95-M06800-0556V0

D95-M06900-0563V0

D95-M07000-0570V0

D95-M07100-0577V0

D95-M07200-0584V0

D95-M07300-0591V0

D95-M07400-0598V0

D95-M07500-0605V0

D95-M07600-0612V0

D95-M07700-0619V0

D95-M07800-0626V0

D95-M07900-0633V0

D95-M08000-0650V0

D95-M08100-0657V0

D95-M08200-0664V0

D95-M08300-0671V0

D95-M08400-0678V0

D95-M08500-0685V0

D95-M08600-0692V0

D95-M08700-0699V0

D95-M08800-0706V0

D95-M08900-0713V0

D95-M09000-0720V0

D95-M09100-0727V0

D95-M09200-0734V0

D95-M09300-0741V0

D95-M09400-0748V0

D95-M09500-0755V0

D95-M09600-0762V0

D95-M09700-0769V0

D95-M09800-0776V0

Uncoated

D95NM04800-0406V0

D95NM04900-0413V0

D95NM05000-0420V0

D95NM05100-0427V0

D95NM05200-0434V0

D95NM05300-0441V0

D95NM05400-0448V0

D95NM05500-0455V0

D95NM05600-0462V0

D95NM05700-0469V0

D95NM05800-0476V0

D95NM05900-0483V0

D95NM06000-0500V0

D95NM06100-0507V0

D95NM06200-0514V0

D95NM06300-0521V0

D95NM06400-0528V0

D95NM06500-0535V0

D95NM06600-0542V0

D95NM06700-0549V0

D95NM06800-0556V0

D95NM06900-0563V0

D95NM07000-0570V0

D95NM07100-0577V0

D95NM07200-0584V0

D95NM07300-0591V0

D95NM07400-0598V0

D95NM07500-0605V0

D95NM07600-0612V0

D95NM07700-0619V0

D95NM07800-0626V0

D95NM07900-0633V0

D95NM08000-0650V0

D95NM08100-0657V0

D95NM08200-0664V0

D95NM08300-0671V0

D95NM08400-0678V0

D95NM08500-0685V0

D95NM08600-0692V0

D95NM08700-0699V0

D95NM08800-0706V0

D95NM08900-0713V0

D95NM09000-0720V0

D95NM09100-0727V0

D95NM09200-0734V0

D95NM09300-0741V0

D95NM09400-0748V0

D95NM09500-0755V0

D95NM09600-0762V0

D95NM09700-0769V0

D95NM09800-0776V0

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

Stock

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

9.40

9.50

9.60

9.70

9.80

Diameter
Ød

40.60

41.30

42.00

42.70

43.40

44.10

44.80

45.50

46.20

46.90

47.60

48.30

50.00

50.70

51.40

52.10

52.80

53.50

54.20

54.90

55.60

56.30

57.00

57.70

58.40

59.10

59.80

60.50

61.20

61.90

62.60

63.30

65.00

65.70

66.40

67.10

67.80

68.50

69.20

69.90

70.60

71.30

72.00

72.70

73.40

74.10

74.80

75.50

76.20

76.90

77.60

Flute 
Length 

l

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

85.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

100.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

120.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

8.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

10.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating

Continued...
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D95-M09900-0783V0

D95-M10000-0800V0

D95-M10100-0807V0

D95-M10200-0814V0

D95-M10300-0821V0

D95-M10720-0828V0

D95-M10500-0835V0

D95-M10600-0842V0

D95-M10700-0849V0

D95-M10800-0856V0

D95-M10900-0863V0

D95-M11000-0870V0

D95-M11100-0877V0

D95-M11200-0884V0

D95-M11300-0891V0

D95-M11400-0898V0

D95-M11500-0905V0

D95-M11600-0912V0

D95-M11700-0919V0

D95-M11800-0926V0

D95-M11900-0933V0

D95-M12000-0950V0

D95-M12100-0957V0

D95-M12200-0964V0

D95-M12300-0971V0

D95-M12400-0978V0

D95-M12500-0985V0

D95-M12600-0992V0

D95-M12700-0999V0

D95-M12800-1006V0

D95-M12900-1013V0

D95-M13000-1020V0

D95-M13100-1027V0

D95-M13200-1034V0

D95-M13300-1041V0

D95-M13400-1048V0

D95-M13500-1055V0

D95-M13600-1062V0

D95-M13700-1069V0

D95-M13800-1076V0

D95-M13900-1083V0

D95-M14000-1090V0

D95-M14100-1107V0

D95-M14200-1114V0

D95-M14300-1121V0

D95-M14400-1128V0

D95-M14500-1135V0

D95-M14600-1142V0

D95-M14700-1149V0

D95-M14800-1156V0

D95-M14900-1163V0

Uncoated

D95NM09900-0783V0

D95NM10000-0800V0

D95NM10100-0807V0

D95NM10200-0814V0

D95NM10300-0821V0

D95NM10720-0828V0

D95NM10500-0835V0

D95NM10600-0842V0

D95NM10700-0849V0

D95NM10800-0856V0

D95NM10900-0863V0

D95NM11000-0870V0

D95NM11100-0877V0

D95NM11200-0884V0

D95NM11300-0891V0

D95NM11400-0898V0

D95NM11500-0905V0

D95NM11600-0912V0

D95NM11700-0919V0

D95NM11800-0926V0

D95NM11900-0933V0

D95NM12000-0950V0

D95NM12100-0957V0

D95NM12200-0964V0

D95NM12300-0971V0

D95NM12400-0978V0

D95NM12500-0985V0

D95NM12600-0992V0

D95NM12700-0999V0

D95NM12800-1006V0

D95NM12900-1013V0

D95NM13000-1020V0

D95NM13100-1027V0

D95NM13200-1034V0

D95NM13300-1041V0

D95NM13400-1048V0

D95NM13500-1055V0

D95NM13600-1062V0

D95NM13700-1069V0

D95NM13800-1076V0

D95NM13900-1083V0

D95NM14000-1090V0

D95NM14100-1107V0

D95NM14200-1114V0

D95NM14300-1121V0

D95NM14400-1128V0

D95NM14500-1135V0

D95NM14600-1142V0

D95NM14700-1149V0

D95NM14800-1156V0

D95NM14900-1163V0

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

**

**

**

**

*

**

**

*

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

Stock

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

12.10

12.20

12.30

12.40

12.50

12.60

12.70

12.80

12.90

13.00

13.10

13.20

13.30

13.40

13.50

13.60

13.70

13.80

13.90

14.00

14.10

14.20

14.30

14.40

14.50

14.60

14.70

14.80

14.90

Diameter
Ød

78.30

80.00

80.70

81.40

82.10

82.80

83.50

84.20

84.90

85.60

86.30

87.00

87.70

88.40

89.10

89.80

90.50

91.20

91.90

92.60

93.30

95.00

95.70

96.40

97.10

97.80

98.50

99.20

99.90

100.60

101.30

102.00

102.70

103.40

104.10

104.80

105.50

106.20

106.90

107.60

108.30

109.00

110.70

111.40

112.10

112.80

113.50

114.20

114.90

115.60

116.30

Flute 
Length 

l

120.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

140.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

155.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

10.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

14.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended
Continued...

Solid Carbide Coolant Hole Drill 

for General Purpose - 7XD

D95

AlCrN
Coating

Te
c
h
n
ic

a
l D

a
ta



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Solid Carbide Coolant Hole Drill 

for General Purpose - 7XD

D95

42 www.kemmer-praezision.com | info@kemmer-praezision.com

D95-M17700-1170V0

D95-M15100-1177V0

D95-M15200-1184V0

D95-M15300-1191V0

D95-M15400-1198V0

D95-M15770-1205V0

D95-M15600-1212V0

D95-M15700-1219V0

D95-M15800-1226V0

D95-M15900-1233V0

D95-M16000-1240V0

Uncoated

D95NM17700-1170V0

D95NM15100-1177V0

D95NM15200-1184V0

D95NM15300-1191V0

D95NM15400-1198V0

D95NM15770-1205V0

D95NM15600-1212V0

D95NM15700-1219V0

D95NM15800-1226V0

D95NM15900-1233V0

D95NM16000-1240V0

*

**

**

**

**

*

**

**

**

**

*

Stock

15.00

15.10

15.20

15.30

15.40

15.50

15.60

15.70

15.80

15.90

16.00

Diameter
Ød

117.00

117.70

118.40

119.10

119.80

120.50

121.20

121.90

122.60

123.30

124.00

Flute 
Length 

l

175.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

175.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

16.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlCrN
Coating

Te
c
h
n
ic

a
l D

a
ta
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Continued...Stock Availability:  * In stock,  ** Check availability, *** On request

Material Recommendation:      Highly Recommended         Recommended

100.0050

100.0060

100.0070

100.0080

100.0090

100.0100

100.0110

100.0120

100.0130

100.0140

100.0150

100.0160

100.0170

100.0180

100.0190

100.0200

100.0210

100.0220

100.0230

100.0240

100.0250

100.0260

100.0270

100.0280

100.0290

100.0300

100.0310

100.0320

100.0330

100.0340

100.0350

100.0360

100.0370

100.0380

100.0390

100.0400

100.0410

100.0420

Uncoated

-

-

-

-

-

100.0100T

100.0110T

100.0120T

100.0130T

100.0140T

100.0150T

100.0160T

100.0170T

100.0180T

100.0190T

100.0200T

100.0210T

100.0220T

100.0230T

100.0240T

100.0250T

100.0260T

100.0270T

100.0280T

100.0290T

100.0300T

100.0310T

100.0320T

100.0330T

100.0340T

100.0350T

100.0360T

100.0370T

100.0380T

100.0390T

100.0400T

100.0410T

100.0420T

AlTiN
Coating ***

*

*

*

*

*

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

Stock

0.50

0.60

0.70

0.80

0.90

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

Diameter
Ød

5.00

5.00

6.00

6.00

7.00

7.00

8.00

9.00

9.00

10.00

10.00

11.00

11.00

12.00

12.00

13.00

13.00

14.00

14.00

15.00

15.00

15.00

17.00

17.00

17.00

17.00

19.00

19.00

19.00

21.00

21.00

21.00

21.00

23.00

23.00

23.00

23.00

23.00

Flute 
Length 

l

22.00

22.00

24.00

24.00

26.00

26.00

28.00

30.00

30.00

32.00

32.00

34.00

34.00

36.00

36.00

38.00

38.00

40.00

40.00

43.00

43.00

43.00

46.00

46.00

46.00

46.00

49.00

49.00

49.00

52.00

52.00

52.00

52.00

55.00

55.00

55.00

55.00

55.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

P

M

K

N

S

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

Te
c
h
n
ic

a
l D

a
ta

Ø
d

l

L

0
118 0

30
Cut Dia

m7
Shank Dia

h6

DIN
6539



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Solid Carbide Jobber Drill - DIN 6539 100

44 www.kemmer-praezision.com | info@kemmer-praezision.com

100.0430

100.0440

100.0450

100.0460

100.0470

100.0480

100.0490

100.0500

100.0510

100.0520

100.0530

100.0540

100.0550

100.0560

100.0570

100.0580

100.0590

100.0600

100.0610

100.0620

100.0630

100.0640

100.0650

100.0660

100.0670

100.0680

100.0690

100.0700

100.0710

100.0720

100.0730

100.0740

100.0750

100.0760

100.0770

100.0780

100.0790

100.0800

100.0810

100.0820

100.0830

100.0840

100.0850

100.0860

100.0870

100.0880

100.0890

100.0900

100.0910

100.0920

100.0930

Uncoated

*

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

Stock

4.30

4.40

4.50

4.60

4.70

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

Diameter
Ød

25.00

25.00

25.00

25.00

25.00

27.00

27.00

27.00

27.00

27.00

27.00

29.00

29.00

29.00

29.00

29.00

29.00

29.00

32.00

32.00

32.00

32.00

32.00

32.00

32.00

35.00

35.00

35.00

35.00

35.00

35.00

35.00

35.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

41.00

Flute 
Length 

l

58.00

58.00

58.00

58.00

58.00

62.00

62.00

62.00

62.00

62.00

62.00

66.00

66.00

66.00

66.00

66.00

66.00

66.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

74.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

79.00

84.00

84.00

84.00

84.00

84.00

84.00

84.00

84.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

Stock Availability:  * In stock,  ** Check availability, *** On request

Material Recommendation:      Highly Recommended         Recommended

100.0430T

100.0440T

100.0450T

100.0460T

100.0470T

100.0480T

100.0490T

100.0500T

100.0510T

100.0520T

100.0530T

100.0540T

100.0550T

100.0560T

100.0570T

100.0580T

100.0590T

100.0600T

100.0610T

100.0620T

100.0630T

100.0640T

100.0650T

100.0660T

100.0670T

100.0680T

100.0690T

100.0700T

100.0710T

100.0720T

100.0730T

100.0740T

100.0750T

100.0760T

100.0770T

100.0780T

100.0790T

100.0800T

100.0810T

100.0820T

100.0830T

100.0840T

100.0850T

100.0860T

100.0870T

100.0880T

100.0890T

100.0900T

100.0910T

100.0920T

100.0930T

AlTiN
Coating ***

Continued...

Te
c
h
n
ic

a
l D

a
ta
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Solid Carbide Jobber Drill - DIN 6539 100

Stock Availability:  * In stock,  ** Check availability, *** On request

Material Recommendation:      Highly Recommended         Recommended

100.0940

100.0950

100.0960

100.0970

100.0980

100.0990

100.1000

100.1010

100.1020

100.1030

100.1040

100.1050

100.1060

100.1070

100.1080

100.1090

100.1100

100.1110

100.1120

100.1130

100.1140

100.1150

100.1160

100.1170

100.1180

100.1190

100.1200

Uncoated

**

*

**

**

**

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

Stock

9.40

9.50

9.60

9.70

9.80

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

Diameter
Ød

41.00

41.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

44.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

48.00

52.00

52.00

Flute 
Length 

l

84.00

84.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

89.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

102.00

102.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

100.0940T

100.0950T

100.0960T

100.0970T

100.0980T

100.0990T

100.1000T

100.1010T

100.1020T

100.1030T

100.1040T

100.1050T

100.1060T

100.1070T

100.1080T

100.1090T

100.1100T

100.1110T

100.1120T

100.1130T

100.1140T

100.1150T

100.1160T

100.1170T

100.1180T

100.1190T

100.1200T

AlTiN
Coating ***

Te
c
h
n
ic

a
l D

a
ta
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Continued...Stock Availability:  * In stock,  ** Check availability, *** On request

Material Recommendation:      Highly Recommended         Recommended

150.0050

150.0060

150.0070

150.0080

150.0090

150.0100

150.0110

150.0120

150.0130

150.0140

150.0150

150.0160

150.0170

150.0180

150.0190

150.0200

150.0210

150.0220

150.0230

150.0240

150.0250

150.0260

150.0270

150.0280

150.0290

150.0300

150.0310

150.0320

150.0330

150.0340

150.0350

150.0360

150.0370

150.0380

150.0390

150.0400

150.0410

150.0420

Uncoated

150.0050T

150.0060T

150.0070T

150.0080T

150.0090T

150.0100T

150.0110T

150.0120T

150.0130T

150.0140T

150.0150T

150.0160T

150.0170T

150.0180T

150.0190T

150.0200T

150.0210T

150.0220T

150.0230T

150.0240T

150.0250T

150.0260T

150.0270T

150.0280T

150.0290T

150.0300T

150.0310T

150.0320T

150.0330T

150.0340T

150.0350T

150.0360T

150.0370T

150.0380T

150.0390T

150.0400T

150.0410T

150.0420T

AlTiN
Coating ***

*

*

*

*

*

*

*

**

*

*

*

*

**

*

**

*

**

**

**

**

*

**

**

**

*

*

**

**

*

**

*

**

*

**

**

*

**

*

Stock

0.50

0.60

0.70

0.80

0.90

1.00

1.10

1.20

1.30

1.40

1.50

1.60

1.70

1.80

1.90

2.00

2.10

2.20

2.30

2.40

2.50

2.60

2.70

2.80

2.90

3.00

3.10

3.20

3.30

3.40

3.50

3.60

3.70

3.80

3.90

4.00

4.10

4.20

Diameter
Ød

7.00

8.00

10.00

11.00

12.00

13.00

15.00

17.00

17.00

19.00

19.00

21.00

21.00

23.00

23.00

25.00

25.00

28.00

28.00

31.00

31.00

31.00

34.00

34.00

34.00

34.00

37.00

37.00

37.00

40.00

40.00

40.00

40.00

44.00

44.00

44.00

44.00

44.00

Flute 
Length 

l

22.00

24.00

28.00

30.00

32.00

34.00

36.00

38.00

38.00

40.00

40.00

43.00

43.00

46.00

46.00

49.00

49.00

53.00

53.00

57.00

57.00

57.00

61.00

61.00

61.00

61.00

65.00

65.00

65.00

70.00

70.00

70.00

70.00

75.00

75.00

75.00

75.00

75.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

P

M

K

N

S

Technical Data: Page 58

Te
c
h
n
ic

a
l D

a
ta

Ø
d

l

L

0
118 0

30
Cut Dia

m7
Shank Dia

h6

DIN
338

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)
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Solid Carbide Jobber Drill - DIN 338 150

150.0430

150.0440

150.0450

150.0460

150.0470

150.0480

150.0490

150.0500

150.0510

150.0520

150.0530

150.0540

150.0550

150.0560

150.0570

150.0580

150.0590

150.0600

150.0610

150.0620

150.0630

150.0640

150.0650

150.0660

150.0670

150.0680

150.0690

150.0700

150.0710

150.0720

150.0730

150.0740

150.0750

150.0760

150.0770

150.0780

150.0790

150.0800

150.0810

150.0820

150.0830

150.0840

150.0850

150.0860

150.0870

150.0880

150.0890

150.0900

150.0910

150.0920

150.0930

Uncoated

*

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

**

*

**

**

**

**

*

**

**

**

**

*

**

**

**

**

*

**

*

**

**

*

**

*

**

Stock

4.30

4.40

4.50

4.60

4.70

4.80

4.90

5.00

5.10

5.20

5.30

5.40

5.50

5.60

5.70

5.80

5.90

6.00

6.10

6.20

6.30

6.40

6.50

6.60

6.70

6.80

6.90

7.00

7.10

7.20

7.30

7.40

7.50

7.60

7.70

7.80

7.90

8.00

8.10

8.20

8.30

8.40

8.50

8.60

8.70

8.80

8.90

9.00

9.10

9.20

9.30

Diameter
Ød

48.00

48.00

48.00

48.00

48.00

53.00

53.00

53.00

53.00

53.00

53.00

58.00

58.00

58.00

58.00

58.00

58.00

58.00

64.00

64.00

64.00

64.00

64.00

64.00

64.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

70.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

76.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

82.00

Flute 
Length 

l

80.00

80.00

80.00

80.00

80.00

86.00

86.00

86.00

86.00

86.00

86.00

93.00

93.00

93.00

93.00

93.00

93.00

93.00

101.00

101.00

101.00

101.00

101.00

101.00

101.00

109.00

109.00

109.00

109.00

109.00

109.00

109.00

109.00

117.00

117.00

117.00

117.00

117.00

117.00

117.00

117.00

117.00

117.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

125.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

Stock Availability:  * In stock,  ** Check availability, *** On request

Material Recommendation:      Highly Recommended         Recommended

150.0430T

150.0440T

150.0450T

150.0460T

150.0470T

150.0480T

150.0490T

150.0500T

150.0510T

150.0520T

150.0530T

150.0540T

150.0550T

150.0560T

150.0570T

150.0580T

150.0590T

150.0600T

150.0610T

150.0620T

150.0630T

150.0640T

150.0650T

150.0660T

150.0670T

150.0680T

150.0690T

150.0700T

150.0710T

150.0720T

150.0730T

150.0740T

150.0750T

150.0760T

150.0770T

150.0780T

150.0790T

150.0800T

150.0810T

150.0820T

150.0830T

150.0840T

150.0850T

150.0860T

150.0870T

150.0880T

150.0890T

150.0900T

150.0910T

150.0920T

150.0930T

AlTiN
Coating ***

Continued...

Te
c
h
n
ic

a
l D

a
ta
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150.0940

150.0950

150.0960

150.0970

150.0980

150.0990

150.1000

150.1010

150.1020

150.1030

150.1040

150.1050

150.1060

150.1070

150.1080

150.1090

150.1100

150.1110

150.1120

150.1130

150.1140

150.1150

150.1160

150.1170

150.1180

150.1190

150.1200

Uncoated

**

*

**

**

**

**

*

**

*

*

**

*

**

**

*

**

**

**

*

**

**

**

**

**

**

**

*

Stock

9.40

9.50

9.60

9.70

9.80

9.90

10.00

10.10

10.20

10.30

10.40

10.50

10.60

10.70

10.80

10.90

11.00

11.10

11.20

11.30

11.40

11.50

11.60

11.70

11.80

11.90

12.00

Diameter
Ød

82.00

82.00

88.00

88.00

88.00

88.00

88.00

88.00

88.00

88.00

88.00

88.00

88.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

95.00

102.00

102.00

Flute 
Length 

l

125.00

125.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

133.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

142.00

151.00

151.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

150.0940T

150.0950T

150.0960T

150.0970T

150.0980T

150.0990T

150.1000T

150.1010T

150.1020T

150.1030T

150.1040T

150.1050T

150.1060T

150.1070T

150.1080T

150.1090T

150.1100T

150.1110T

150.1120T

150.1130T

150.1140T

150.1150T

150.1160T

150.1170T

150.1180T

150.1190T

150.1200T

AlTiN
Coating ***

Te
c
h
n
ic

a
l D

a
ta

Stock Availability:  * In stock,  ** Check availability, *** On request

Material Recommendation:      Highly Recommended         Recommended
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P

M

K

N

S

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D60-M00100-0005V0

D60-M00200-0008V0

D60-M00300-0010V0

D60-M00400-0012V0

D60-M00500-0015V0

D60-M00600-0020V0

D60-M00700-0022V0

D60-M00800-0025V0

D60-M00900-0028V0

D60-M01000-0030V0

D60-M01500-0040V0

D60-M02000-0050V0

D60-M02500-0050V0

D60-M03000-0060V0

D60-M03000-0060VA

D60-M03000-0060VB

D60-M04000-0080V0

D60-M04000-0080VA

D60-M04000-0080VB

D60-M05000-0120V0

D60-M05000-0120VA

D60-M05000-0120VB

D60-M06000-0160V0

D60-M06000-0160VA

D60-M06000-0160VB

D60-M08000-0200V0

D60-M08000-0200VA

D60-M10000-0250V0

D60-M10000-0250VA

D60-M10000-0250VB

D60-M10000-0250VC

D60-M12000-0280V0

D60-M12000-0280VA

D60-M12000-0280VB

D60-M12000-0280VC

D60-M14000-0280V0

D60-M14000-0280VA

D60-M14000-0280VB

Uncoated

-

-

-

-

-

-

-

-

-

D60AM01000-0030V0

D60AM01500-0040V0

D60AM02000-0050V0

D60AM02500-0050V0

D60AM03000-0060V0

D60AM03000-0060VA

D60AM03000-0060VB

D60AM04000-0080V0

D60AM04000-0080VA

D60AM04000-0080VB

D60AM05000-0120V0

D60AM05000-0120VA

D60AM05000-0120VB

D60AM06000-0160V0

D60AM06000-0160VA

D60AM06000-0160VB

D60AM08000-0200V0

D60AM08000-0200VA

D60AM10000-0250V0

D60AM10000-0250VA

D60AM10000-0250VB

D60AM10000-0250VC

D60AM12000-0280V0

D60AM12000-0280VA

D60AM12000-0280VB

D60AM12000-0280VC

D60AM14000-0280V0

D60AM14000-0280VA

D60AM14000-0280VB

AlTiN
Coating

**

*

**

**

*

**

**

**

**

*

*

* 

* 

* 

**

**

* 

* 

**

**

**

**

* 

* 

**

* 

* 

* 

* 

**

**

* 

* 

**

**

* 

* 

**

Stock

0.10

0.20

0.30

0.40

0.50

0.60

0.70

0.80

0.90

1.00

1.50

2.00

2.50

3.00

3.00

3.00

4.00

4.00

4.00

5.00

5.00

5.00

6.00

6.00

6.00

8.00

8.00

10.00

10.00

10.00

10.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

Diameter
Ød

0.50

0.80

1.00

1.20

1.50

2.00

2.20

2.50

2.80

3.00

4.00

5.00

5.00

6.00

6.00

6.00

8.00

8.00

8.00

12.00

12.00

12.00

16.00

16.00

16.00

20.00

20.00

25.00

25.00

25.00

25.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

Flute 
Length 

l

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

40.00

60.00

100.00

50.00

75.00

100.00

50.00

75.00

100.00

50.00

75.00

100.00

64.00

100.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

5.00

5.00

5.00

6.00

6.00

6.00

8.00

8.00

10.00

10.00

10.00

10.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

Shank 
Diameter

ØD

Te
c
h
n
ic

a
l D

a
ta

Ø
d

l

L

Ø
D

0
60

Cut Dia
m7

Shank Dia
h6

DIN
6535

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

0
25
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D60-M14000-0280VC

D60-M16000-0300V0

D60-M16000-0300VA

D60-M16000-0300VB

D60-M16000-0300VC

D60-M18000-0350V0

D60-M18000-0350VA

D60-M18000-0350VB

D60-M18000-0350VC

D60-M20000-0350V0

D60-M20000-0350VA

D60-M20000-0350VB

D60-M20000-0350VC

Uncoated

D60AM14000-0280VC

D60AM16000-0300V0

D60AM16000-0300VA

D60AM16000-0300VB

D60AM16000-0300VC

D60AM18000-0350V0

D60AM18000-0350VA

D60AM18000-0350VB

D60AM18000-0350VC

D60AM20000-0350V0

D60AM20000-0350VA

D60AM20000-0350VB

D60AM20000-0350VC

**

**

* 

* 

**

**

**

**

**

* 

* 

**

**

Stock

14.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

Diameter
Ød

28.00

30.00

30.00

30.00

30.00

35.00

35.00

35.00

35.00

35.00

35.00

35.00

35.00

Flute 
Length 

l

150.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

150.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

14.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlTiN
Coating

Te
c
h
n
ic

a
l D

a
ta
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Solid Carbide NC Spotting Drill - 90° D63
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0
90

Continued...Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

D63-M00100-0005V0

D63-M00200-0008V0

D63-M00300-0010V0

D63-M00400-0012V0

D63-M00500-0015V0

D63-M00600-0020V0

D63-M00700-0022V0

D63-M00800-0025V0

D63-M00900-0028V0

D63-M01000-0030V0

D63-M01500-0040V0

D63-M02000-0050V0

D63-M02500-0050V0

D63-M03000-0060V0

D63-M03000-0060VA

D63-M03000-0060VB

D63-M04000-0080V0

D63-M04000-0080VA

D63-M04000-0080VB

D63-M05000-0120V0

D63-M05000-0120VA

D63-M05000-0120VB

D63-M06000-0160V0

D63-M06000-0160VA

D63-M06000-0160VB

D63-M08000-0200V0

D63-M08000-0200VA

D63-M10000-0250V0

D63-M10000-0250VA

D63-M10000-0250VB

D63-M10000-0250VC

D63-M12000-0280V0

D63-M12000-0280VA

D63-M12000-0280VB

D63-M12000-0280VC

D63-M14000-0280V0

D63-M14000-0280VA

D63-M14000-0280VB

Uncoated

-

-

-

-

-

-

-

-

-

D63AM01000-0030V0

D63AM01500-0040V0

D63AM02000-0050V0

D63AM02500-0050V0

D63AM03000-0060V0

D63AM03000-0060VA

D63AM03000-0060VB

D63AM04000-0080V0

D63AM04000-0080VA

D63AM04000-0080VB

D63AM05000-0120V0

D63AM05000-0120VA

D63AM05000-0120VB

D63AM06000-0160V0

D63AM06000-0160VA

D63AM06000-0160VB

D63AM08000-0200V0

D63AM08000-0200VA

D63AM10000-0250V0

D63AM10000-0250VA

D63AM10000-0250VB

D63AM10000-0250VC

D63AM12000-0280V0

D63AM12000-0280VA

D63AM12000-0280VB

D63AM12000-0280VC

D63AM14000-0280V0

D63AM14000-0280VA

D63AM14000-0280VB

AlTiN
Coating

**

*

**

**

*

**

**

**

**

*

*

* 

* 

* 

**

**

* 

* 

**

**

**

**

* 

* 

**

* 

* 

* 

* 

**

**

* 

* 

**

**

* 

* 

**

Stock

0.10

0.20

0.30

0.40

0.50

0.60

0.70

0.80

0.90

1.00

1.50

2.00

2.50

3.00

3.00

3.00

4.00

4.00

4.00

5.00

5.00

5.00

6.00

6.00

6.00

8.00

8.00

10.00

10.00

10.00

10.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

Diameter
Ød

0.50

0.80

1.00

1.20

1.50

2.00

2.20

2.50

2.80

3.00

4.00

5.00

5.00

6.00

6.00

6.00

8.00

8.00

8.00

12.00

12.00

12.00

16.00

16.00

16.00

20.00

20.00

25.00

25.00

25.00

25.00

28.00

28.00

28.00

28.00

28.00

28.00

28.00

Flute 
Length 

l

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

38.00

40.00

60.00

100.00

50.00

75.00

100.00

50.00

75.00

100.00

50.00

75.00

100.00

64.00

100.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

4.00

4.00

4.00

5.00

5.00

5.00

6.00

6.00

6.00

8.00

8.00

10.00

10.00

10.00

10.00

12.00

12.00

12.00

12.00

14.00

14.00

14.00

Shank 
Diameter

ØD

P

M

K

N

S

Cut Dia
m7

Shank Dia
h6

Technical Data: Page 59

Te
c
h
n
ic

a
l D

a
ta

l

L

Ø
D

Ø
d

DIN
6535

<Ø3.0

Ø3.1 - Ø6.0

Ø6.1 - Ø10.0

Ø10.1 - Ø16

Ø16.1 - Ø20

+0.002/+0.012

+0.004/+0.016

+0.006/+0.021

+0.007/+0.025

+0.009/+0.030

Cutting Dia. Tolerance m7(mm)

0
25
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D63-M14000-0280VC

D63-M16000-0300V0

D63-M16000-0300VA

D63-M16000-0300VB

D63-M16000-0300VC

D63-M18000-0350V0

D63-M18000-0350VA

D63-M18000-0350VB

D63-M18000-0350VC

D63-M20000-0350V0

D63-M20000-0350VA

D63-M20000-0350VB

D63-M20000-0350VC

Uncoated

D63AM14000-0280VC

D63AM16000-0300V0

D63AM16000-0300VA

D63AM16000-0300VB

D63AM16000-0300VC

D63AM18000-0350V0

D63AM18000-0350VA

D63AM18000-0350VB

D63AM18000-0350VC

D63AM20000-0350V0

D63AM20000-0350VA

D63AM20000-0350VB

D63AM20000-0350VC

**

**

* 

* 

**

**

**

**

**

* 

* 

**

**

Stock

14.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

Diameter
Ød

28.00

30.00

30.00

30.00

30.00

35.00

35.00

35.00

35.00

35.00

35.00

35.00

35.00

Flute 
Length 

l

150.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

150.00

75.00

100.00

125.00

150.00

Overall 
Length 

L

DESCRIPTION PART NUMBER

14.00

16.00

16.00

16.00

16.00

18.00

18.00

18.00

18.00

20.00

20.00

20.00

20.00

Shank 
Diameter

ØD

Stock Availability:  * In stock,  ** Check availability

Material Recommendation:      Highly Recommended         Recommended

AlTiN
Coating

Te
c
h
n
ic

a
l D

a
ta
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Solid Carbide Micro Drill with 3mm Shank

Solid Carbide Micro Drill 
for Hardened Material with 3mm Shank

www.kemmer-praezision.com | info@kemmer-praezision.com

D11 & D50

Te
c
h
n
ic

a
l D

a
ta

P
Steel

~30HRC

P
Steel

30~40HRC

H
Hardened Steel

50~68HRC

68HRC

M
Stainless

Steel

S
Nickel / 
Cobalt

S
Titanium

Alloy

K
Cast Iron

N
Aluminium

N
Copper Alloy

N
Plastic
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Solid Carbide Drill for High Performance
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4XD & 6XD

Te
c
h
n
ic

a
l D

a
ta

D26 & D27



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

55

Solid Carbide Coolant Hole Drill 

for High Performance

www.kemmer-praezision.com | info@kemmer-praezision.com

4XD, 6XD & 8XD

Te
c
h
n
ic

a
l D

a
ta

D96, D97 & D98

: D96(3XD), D97(5XD) : D98(8XD)
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Solid Carbide Drill for General Purpose
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3XD & 5XD

Te
c
h
n
ic

a
l D

a
ta

D22 & D25
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Solid Carbide Coolant Hole Drill 

for General Purpose

www.kemmer-praezision.com | info@kemmer-praezision.com

- 3XD, 5XD & 7XD

Te
c
h
n
ic

a
l D

a
ta

D92, D93 & D95

: D92(3XD), D93(5XD) : D95(7XD)
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Solid Carbide Jobber Drill - DIN 6539

Solid Carbide Jobber Drill - DIN 338
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Te
c
h
n
ic

a
l D

a
ta

100 & 150
Cut Diameter (mm) Cut Diameter (mm) 
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Solid Carbide NC Spotting Drill - 60° & 90°
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D60 & D63
Cut Diameter (mm) 
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Basics of Drilling
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Basics of Drilling

Te
c
h
n
ic

a
l D

a
ta



H
ig

h
 P

e
rfo

rm
a
n
c
e

G
e
n
e
ra

l P
u
rp

o
se

Basics of Drilling
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Troubleshooting for Drilling

www.kemmer-praezision.com | info@kemmer-praezision.com

Te
c
h
n
ic

a
l D

a
ta



KEMMER Präzision GmbH
Melitta-Bentz-Strasse 3
73529 Schwäbisch Gmünd
Germany
info@kemmer-praezision.com
www.kemmer-praezision.com 




